
ENGINEERING RELEASE NOTES

ECS4110-28T/28P/52T/52P
Phase2 Firmware Version 1.2.3.9
INTRODUCTION:
ECS4110-28T/28P/52T/52P supports 24/48 10/100/1000 Base-T ports with 4 Gigabit fiber ports, which are comprised of an RJ45 and a SFP.* 10/100/1000 CU built-in associated Mini-GBIC slots
It offers advanced administration through a user-friendly browser interface. QoS and VLAN Supports allows greater scalability and Supports for business-critical applications. Port can be trunked to create a high bandwidth pipe to the network.

It also has comprehensive network management functions, such as Spanning Tree protocol for standard bridging, SNMP, RMON and security features.
	It is recommended that one thoroughly review this release notes prior to the installation or upgrade of this product.


Firmware Specification:
Loader:
	Status
	Version No.
	Type
	Release Date

	RD internal Test
	1.2.0.1
	CC: EC_VOB main (2013/7/22 10:00AM)
	2014/09/04

	Test Version
	1.0.2.0
	NTC test
	2014/06/10

	Test Version
	1.0.1.0
	NTC test
	2014/04/28

	Test Version
	1.0.0.0
	NTC test
	2014/01/20


Runtime:
	Status
	Version No.
	Type
	Release Date

	Patch
	1.2.3.9
	CC: EC_VOB ES4626F-SW-FLF-38_ECS4210_V1.2.0.4_Ph2_branch
	2016/12/7

	Patch (Cancelled)
	1.2.3.8
	CC: EC_VOB ES4626F-SW-FLF-38_ECS4210_V1.2.0.4_Ph2_branch
	2016/11/24

	Patch
	1.2.3.7
	CC: EC_VOB ES4626F-SW-FLF-38_ECS4210_V1.2.0.4_Ph2_branch
	2016/8/30

	Patch (Cancelled)
	1.2.3.6
	CC: EC_VOB ES4626F-SW-FLF-38_ECS4210_V1.2.0.4_Ph2_branch
	2016/7/27

	Patch (Cancelled)
	1.2.3.5
	CC: EC_VOB ES4626F-SW-FLF-38_ECS4210_V1.2.0.4_Ph2_branch
	2016/6/16

	Patch
	1.2.3.4
	CC: EC_VOB ES4626F-SW-FLF-38_ECS4210_V1.2.0.4_Ph2_branch
	2015/10/8

	Patch (Cancelled)
	1.2.3.3
	CC: EC_VOB ES4626F-SW-FLF-38_ECS4210_V1.2.0.4_Ph2_branch
	2015/9/30

	Patch
	1.2.3.2
	CC: EC_VOB ES4626F-SW-FLF-38_ECS4210_V1.2.0.4_Ph2_branch
	2015/9/1

	Patch
	1.2.3.1
	CC: EC_VOB ES4626F-SW-FLF-38_ECS4210_V1.2.0.4_Ph2_branch
	2015/7/20

	NTC Test
	1.2.3.0
	CC: EC_VOB ES4626F-SW-FLF-38_ECS4210_V1.2.0.4_Ph2_branch
	2015/6/19

	Patch
	1.2.2.2
	CC: EC_VOB ES4626F-SW-FLF-38_ECS4210_V1.2.0.4_Ph2_branch
	2015/3/31

	NTC Test
	1.2.2.1
	CC: EC_VOB ES4626F-SW-FLF-38_ECS4210_V1.2.0.4_Ph2_branch
	2015/2/13

	NTC Test
	1.2.2.0
	All the same as 1.2.1.10 except version number only
	2015/1/19

	NTC Test
	1.2.1.10
	CC: EC_VOB ES4626F-SW-FLF-38_ECS4210_V1.2.0.4_Ph2_branch (2015/1/9 10:30AM)
	2015/1/9

	RD internal Test
	1.2.1.9
	CC: EC_VOB ES4626F-SW-FLF-38_ECS4210_V1.2.0.4_Ph2_branch (2015/1/7 1:30PM)
	2015/1/7

	RD internal Test
	1.2.1.8
	CC: EC_VOB ES4626F-SW-FLF-38_ECS4210_V1.2.0.4_Ph2_branch (2013/12/3 1:30PM)
	2014/12/3

	RD internal Test
	1.2.1.3
	CC: EC_VOB ES4626F-SW-FLF-38_ECS4210_V1.2.0.4_Ph2_branch (2013/11/21 3:30PM)
	2014/11/21

	RD internal Test
	1.2.1.2
	CC: EC_VOB ES4626F-SW-FLF-38_ECS4210_V1.2.0.4_Ph2_branch (2013/11/13 10:30AM)
	2014/11/13

	RD internal Test
	1.2.1.1
	Based on V1.2.1.0 and + ECS4210-52P-00667 modification
	2014/10/15

	RD internal Test
	1.2.1.0
	CC: EC_VOB ES4626F-SW-FLF-38_ECS4210_V1.2.0.4_Ph2_branch (2013/10/8 10:30AM)
	2014/10/8

	RD internal Test, NTC test
	1.2.0.4
	CC: EC_VOB main(2013/9/19 9:30AM)
	2014/09/19

	RD internal Test
	1.2.0.2
	CC: EC_VOB main(2013/9/16 9:30AM)
	2014/09/16

	RD internal Test
	1.2.0.1
	CC: EC_VOB main(2013/7/22 10:00AM)
	2014/09/05

	Test Version
	1.1.2.0
	NTC test
	2014/07/02

	Test Version
	1.1.0.0
	NTC test
	2014/06/24

	Test Version
	1.0.16.0
	NTC test
	2014/06/23

	Test Version
	1.0.15.0
	NTC test
	2014/06/10

	Test Version
	1.0.14.0
	NTC test
	2014/05/08

	Test Version
	1.0.12.0
	NTC test
	2014/05/05

	Test Version
	1.0.10.0
	NTC test
	2014/04/28

	Test Version
	1.0.8.0
	NTC test
	2014/04/14

	Cancelled
	1.0.6.0
	-
	2014/04/11

	Test Version
	1.0.3.1
	NTC test
	2014/03/05

	Test Version
	1.0.3.0
	NTC test
	2014/02/18

	Test Version
	1.0.0.0
	NTC test
	2014/01/20

	Test Version
	0.5.0.0
	NTC test
	2014/01/17

	Test Version
	0.3.0.0
	NTC test
	2014/01/08

	Test Version
	0.1.0.0
	NTC test
	2013/12/30

	Test Version
	0.0.0.1
	NTC test
	2013/12/09


HARDware compatibility:
Note:

ECS4110-28P/52P have and support PoE function.
PoE function:

Because current HW may have leakage current issue, SW will disable/enable PSE port, if PD uses less 1W power.  So, our switch doesn’t support the PD which uses less 1W power.

BootPROM compatibility:
ALL
Network Management Software Support:
If you install this image, you may not have control of all of the latest features of this product until the next version(s) of network management software. Please review the software release notes for your specific network management platform for details.

SUPPORTED FUNCTIONALITY:
Please refer to ECS4210 SW Feature List_20140129.xlsx.

Installation and Configuration Notes:
In general, the ECS4110-28T/28P/52T/52P Switch will be shipped to you pre-configured with this version of firmware. If you would like to upgrade an existing ECS4110-28T/28P/52T/52P Switch, please follow the TFTP download instructions that are included with your firmware image upgrade kit.
To download new firmware form a TFTP server, enter the IP address of the TFTP server, select “opcode” as the file type, then enter the source and destination file names. To start the new firmware, enter the “reload” command or reboot the system.
CLI commands:
Console#copy tftp file
TFTP server IP address: 192.168.1.23
Choose file type:
1. config:  2. opcode:  : 2
Source file name: opcode.bix
Destination file name: opcode.bix
\Write to flash programming.

Programming flash started.

Success.
Console#reload
Firmware Changes and Enhancements:
The following Known Issues have been fixed in this release of firmware.
LOADER CODE modifications:
Loader V1.2.0.1

	1
	ECS4210-52P-00650
	Bootloader "poebtn" and "resetbtn" commands do not work well.

	2
	ECS4210-52P-00658
	Enhancement : change bootrom password


Loader V1.0.2.0

	ECS4210-52P-00638
	[uboot] last port is not disabled after exit from diag


Loader V1.0.1.0

	ECS4210-52P-00616
	Depose ECS4210-52P PID=454, and restore ECS4110-52P PID=430.


Loader V1.0.0.0

	
	Single image support 28 and 52 port units


Runtime CODE modifications:
Runtime V1.2.3.9 ; Loader V1.2.0.1

	
	EPR
	Headline

	
	ECS4210-52P-00976
	ARP ACL "permit request" running-config is saved, but the startup provision fails.

	
	ECS4210-52P-00881
	VLAN: Configuration relating to 4K VLANs would probably cause system dump with msgQ full.

	
	ECS4210-52P-00990
	1QVLAN1290:DUT crash when delete vlan 2-4094


(Cancelled) Runtime V1.2.3.8 ; Loader V1.2.0.1

	
	EPR
	Headline

	
	ECS4210-52P-00975
	DUT will not record the MAC address of IGMP VLAN tagged packet.

	
	ECS4210-52P-00976
	ARP ACL "permit request" running-config is saved, but the startup provision fails.


Runtime V1.2.3.7 ; Loader V1.2.0.1

	
	EPR
	Headline

	1
	ECS4210-52P-00933

ES3510MA-FLF-00786
	DAI works incorrectly with IPSG static binding

	2
	ECS4210-52P-00938
	ACL-TimeBased-0030 0130:periodic weekdays timerange cannot be saved

	3
	ECS4210-52P-00940

ECS4210-52P-00887
	1QVLAN1770:remove inteverface vlan *,did not remove cpu mac of vlan *

remove interface vlan 2, the CPU MAC for VLAN 2 is still exist

	4
	ECS4210-52P-00942
	ACL-01390 1400 1410:4-source-port or l4-destination-port with mask of acl didnot display correctly in config

	5
	ECS4210-52P-00943
	acl :failed to set some acl mac

	6
	ECS4210-52P-00944
	acl:destination ipv6 mac of acl is not right as setting

	7
	ECS4210-52P-00945

ES4552MA-HPoE-7LF-
SM-V2-00055
	Cli_Terminal-0080:dut print out information continously and stuck for about 20 minuters whe terminal history testing.
Terminal setting: After we modify history size, CLI display incorrect size information.

	8
	ECS4210-52P-00958
	ACL-TimeBased-0070 0080 :bind acl+timerange to port , port clear acl, timerange cannot be deleted

	9
	ECS4210-52P-00960

ECS2000-28PP-00598
	ipv4-addrconfi0260:dhcp retransmission interval is not right

	10
	ECS4210-52P-00851
	Vulnerability of Linux kernel with CVE-2015-5366

	11
	ECS4210-52P-00878

ECS2000-28PP-00319
	Configuration of ARP ACL is not save properly in running-config/startup-config

	12
	ECS4210-52P-00882
ASF4612MMS-FLF-08-01218
	[SSH] Memory leakage while SSH logout without using "exit" command

	13
	ECS4210-52P-00894

ECS2000-28PP-00471
	[telnet] Multi-user login with telnet at the same time might cause DUT reboot

	14
	ECS4210-52P-00895

ECS2000-28PP-00487
	[Telnet] watchdog reboot while using TCP 23 port link to DUT but not follow telnet protocol

	15
	ECS2000-28PP-00504
	[Telnet] After tool "LOIC" TCP:23port attack, the DUT would reboot


(Cancelled) Runtime V1.2.3.6 ; Loader V1.2.0.1

	
	EPR
	Headline

	1
	ECS4210-52P-00915

ECS4620-28T-00404,344
	ACL: MAC-ACL with IPv6 source port/destination and bitmask do not work.

	2
	ECS4210-52P-00916

ECS4620-28T-00497
	ducpsnopping670:DUT didnot handle DHCP Snooping with Port security well
=> Operator mistake

	3
	ECS4210-52P-00917
	DUT didnot send a trap to trap server when instrusion action is trap and detected mac count exceeds maxmac count

	4
	ECS4210-52P-00918

ES4627MB-FLF-EC-00902
	max ipsg binding is not effective

	5
	ECS4210-52P-00919

ES4627MB-FLF-EC-00932
	static-mac ipsg is cannot be saved after save-reboot

	6
	ECS4210-52P-00920

ECS4210-52P-00805

ES4552MA-HPoE-7LF-
SM-V2-00021
	acl counteres is not correctly when both ingress and egress rate limit are enabled.
=> Because ACL hardware counter is not supported in the chip, relating commands are removed - “Console# show access-list hardware counters”, “Console(config-if)# {mac | ip} access-group <acl_name> {in | out} counter”.

	7
	ECS4210-52P-00921

ECS2110-26T-00036
	MSTP :  DUT can NOT handle root guard well when speed is 10M half speed

	8
	ECS4210-52P-00929
	DHCPSNP max-binding per port - configured max-number 1024, but maximum dynamic binding 360 entries.

	9
	ECS4210-52P-00867
ECS2000-28PP-00268
	MSTP :  DUT can NOT save the MSTP config after reload

	10
	ECS4210-52P-00868

ECS4620-28T-00332
	VLAN 1 cannot be removed, it will appear again after save configure and reboot.

	11
	ECS4210-52P-00874

ES4528BH2-HPoE-1014-
ZZ-00095
	802.1x: The Radius host will disappear when sets the key value of radius host is maximum number after save/reboot the DUT.

	12
	ECS4210-52P-00877
	Failed to set MAC-based VLAN because of 4K VLAN?

	13
	ECS4210-52P-00878

ECS2000-28PP-00319
	Configuration of ARP ACL is not save properly in running-config/startup-config

	14
	ECS4210-52P-00909

ECS2000-28PP-00521
	MLDSNP: Some show commands caused DUT to crash and reboot.

	15
	ECS4210-52P-00930
	MIB defines 'pethPsePortPowerMaintenanceStatusNotification' trap, which is not supported actually.


(Cancelled) Runtime V1.2.3.5 ; Loader V1.2.0.1

	
	EPR
	Headline

	1
	ECS4210-52P-00810
ECS4620-28T-00390
	[Enhancement] DHCP server support option 43 (SNMP part).

	2
	ECS4210-52P-00884

ECS2000-28PP-00441
	switch does not clear IPSG binding table when appliying clear DHCPSNP table.

	3
	ECS4210-52P-00899

ES3510MA-FLF-38-00890
	no limit for DHCPSNP per port binding entry

	4
	ECS4210-52P-00900

ES3510MA-FLF-38-00976
	add command to remove DHCPSNP maximum binding per interface


Runtime V1.2.3.4 ; Loader V1.2.0.1

	
	EPR
	Headline

	1
	ECS4210-52P-00850 extension
	CLI dumps error messages at "copy run start" after having configured DHCP option 43 with full length (96 hexdecimal chars).


(Cancelled) Runtime V1.2.3.3 ; Loader V1.2.0.1

	
	EPR
	Headline

	1
	ECS4210-52P-00818

ES4627MB-FLF-EC-00373
	[enhance] Support DHCPSNP Option82 Remote ID / Circuit ID configurable new format

	2
	ECS4210-52P-00820
	[enhance] Support DHCPSNP Option82 TR101 format

	3
	ECS4210-52P-00833
	DHCP server can't offer IP address if have applied command "clear ip dhcp binding"

	4
	ECS4210-52P-00838
ECS2000-28PP-00148
	1QVLAN: After we change VLAN status from suspend to active; DUT return error and drop all packets.

	5
	ECS4210-52P-00849
ES4627MB-FLF-EC-00799
	switch will not learn the vlan by GVRP when add/remove vlan member on port

	6
	ECS4210-52P-00850
	DHCP option 43 hex mode, regardless enter any value in the last 95、96 character, it will become 00.

	7
	ECS4210-52P-00854
ES3528MV2-FLF-EC-00616
	remove all VID from port interface


Runtime V1.2.3.2 ; Loader V1.2.0.1

	
	EPR
	Headline

	1
	ECS4210-52P-00674
	DHCPv6Snooping:DUT doesn't support DHCPv6 Snooping web page.

	2
	ECS4210-52P-00790

ECS4210-52P-00791
	DHCPServer: The DUT can not allocate the ip address from the configured ip address pool, need to re-enabled the DHCPservice.

DHCPServer: The DUT can not reuse the dynamic ip address when dynamic ip addresses have been released manually.

	3
	ECS4210-52P-00797
	DHCPServer: The host IP shall be display on "Active Pool".

	4
	ECS4210-52P-00810
	[Enhancement] DHCP server support option 43.

	5
	ECS4210-52P-00814
	ECS4110-28T v1.2.3.1 DHCP server offer 55 IP addresses ONLY?

	6
	ECS4210-52P-00816
	"dot1x timeout supp-timeout" can't be saved on running-config

	7
	ECS4210-52P-00817

AOS5700-54X-00354
	IPv6SG: If Port set IPv6 SG as S-IP, DUT will hang up and watchdog will activate. (Not reproducible)

	8
	ECS4210-52P-00819

ES4627MB-FLF-EC-00375
	[enhance] Support PPPoE IA Remote ID new format

	9
	ECS4210-52P-00828
	Routing: ECS4210-52P (phase2) is always doing S/W routing

	10
	ECS4210-52P-00829
	mac-base VLAN : auto-join mechanism should not work on access mode.

	11
	ECS4210-52P-00830
	mac-base VLAN : display warning message if user would like to change hybrid mode to access mode

	12
	ECS4210-52P-00833
	DHCP server can't offer IP address if have applied command "clear ip dhcp binding" (Not fixed)

	13
	ECS4210-52P-00840
ES4328QV-FLF-EC-00298
	support the trap when an incorrect IP address is rejected by the IP filter
The private MIB definitions miss a trap with the specific id 111.


Runtime V1.2.3.1 ; Loader V1.2.0.1

	
	EPR
	Headline

	1
	ECS4210-52P-00793
ECS3510-28T-00536
	change qos mapping table from global to per port setting

	2
	ECS4210-52P-00804
	MAC-based VLAN does not add VID dynamically to interface if injecting L2 packets (10 pps) continuously

	3
	ECS4210-52P-00806
	During configuration interface vlan process, the DUT may restart itself after message dump.

	4
	ECS4210-52P-00812
ECS3510-28T-00540
	When test cable-diag all ports in the same time, will test fail and lose auto-nego

	5
	ES4552MA-HPoE-7LF-
SM-V2-00066
	Uploading SSHv2 public-key fails.

	6
	ES4552MA-HPoE-FLF-
D8-P2-00758
	Dot1x authenticating always timeout when supplicant is fedora 20/21.


Runtime V1.2.3.0 ; Loader V1.2.0.1

	
	EPR
	Headline

	1
	ECS4210-52P-00628
	Factory default: "radius-server acct-port 1813" is existent in the running-config.

	2
	ECS4210-52P-00711
	ECS4110-28P/ECS4110-52P IPv6 ready logo

	3
	ECS4210-52P-00712

ECS4210-52P-00713

ECS4210-52P-00714
	IPv6 ACL support TCP/UDP port No.(CLI)

IPv6 ACL support TCP/UDP port No.(SNMP)

IPv6 ACL support TCP/UDP port No.(WEB)

	4
	ECS4210-52P-00722
	MAC-base VLAN  should dynamically add VID to port interfance

	5
	ECS4210-52P-00723
	remove enable command for user privilege 0-7

	6
	ECS4210-52P-00748
	[PoE] Web misses global config page and Time Range items on interface config page.

	7
	ECS4210-52P-00749
	Cluster: Commander connect to members by WEB, the system will be crash and shows exception log

	8
	ECS4210-52P-00751
	correction to spelling/grammar - show ip igmp authentication

	9
	ECS4210-52P-00752
	MLDv2: Can't change query interval by SNMP.

	10
	ECS4210-52P-00753
	Stacking: The DUT will dump exception stackframe and crash when user execute the "copy start to running" command.

	11
	ECS4210-52P-00754
	RMON: Input snmpset command by net-snmp, the system will shows exception log.

	12
	ECS4210-52P-00755
ECS4210-52P-00720
	(Enhance) DHCP Server
ECS4110 series support DHCP server

	13
	ECS4210-52P-00756
	remove spanning tree MSTP mode then switch will hang in boot process

	14
	ECS4210-52P-00768
	1QVLAN: DUT cannot show all maximum VLANs, and it exit CLI session automatically.

	15
	ECS4210-52P-00769
ECS4210-52P-00774
	[enhance] display total flash size in CLI 'dir' command for EC products.

	16
	ECS4210-52P-00770
	RMON: On a web page, can not configure alarm function, The same parameters can be configured in CLi/SNMP.

	17
	ECS4210-52P-00771
	LACP:In "Interface > Trunk > Dynamic" page,the last column name doesn't be displayed.

	
	ECS4210-52P-00772
	Storm: In web page, it shows "Storm Sample Type" items on storm control page, it shall be remove.

	18
	ECS4210-52P-00773
	ERPSv2:Set major domain (already configure east/west ring ports) via CLI & web have different behavior.

	19
	ECS4210-52P-00775
	PPPoE-IA: Remote ID of PPPoE request packets output by trust port is altered if long Access Node ID is configured.

	20
	ECS4210-52P-00779
	BPDU is not trapped to CPU if STP-LDB has triggered by BPDU loop (side effect of ECS4210-52P-00673)

	21
	ECS4210-52P-00784
	[Enhance] Update Web help pages (sync up with D8-P2 V5.0.0.0-12/13D)


Runtime V1.2.2.2 ; Loader V1.2.0.1

	
	EPR
	Headline

	1
	ECS4210-52P-00747
	When enable  the dot1q-tunnel system-tunnel-control then vlan-trunking will function failure


Runtime V1.2.2.1 ; Loader V1.2.0.1

	
	EPR
	Headline

	1
	ECS4210-52P-00735
	RSPAN: RSPAN does not work when use intermediate role

	2
	ECS4210-52P-00738
	“timeRangeMgt  OBJECT IDENTIFIER ::= { ecs4210-52pMIBObjects 61 }” should be “ecs4110-52pMIBObjects 61”

	3
	ECS4210-52P-00740
	[diag] intlb fail

	4
	ECS4210-52P-00742
	Trunk:When delete Trunk and show spanning-tree,  CLI print exception and reload DUT automatically.

	5
	ECS4210-52P-00745
	EX35XX00204221 - Switch sometime auto reboot after configure dot1x.


Runtime V1.2.1.10, V1.2.2.0 ; Loader V1.2.0.1

	
	EPR
	Headline

	1
	ECS4210-52P-00727
	PortSecurity:Count the maximum number of MAC failure


Runtime V1.2.1.9 ; Loader V1.2.0.1

	
	EPR
	Headline

	1
	ECS4210-52P-00700
	SFTP (CLI and SNMP)

	2
	ECS4210-52P-00701
	SFTP (web)

	3
	ECS4210-52P-00721
	ECS4110 can't bind ACL to global config mode

	4
	ECS4210-52P-00725
	CPUGuard:It shall record CPU guard control/release log in show log ram when DUT enable CPU guard and disable CPU guard trap.

	5
	ECS4210-52P-00726
	ProtocolVLAN:DUT send to forward the traffic with incorrect priority when the priority set 4~7

	6
	ECS4210-52P-00727
	PortSecurity:Count the maximum number of MAC failure

	7
	ECS4210-52P-00729
	DHCPv6SNP: On MIB, the binding table will display continually.

	8
	ECS4210-52P-00730
	Storm: Default packet rate was incorrect. It's  Granularity is 500.

	9
	ECS4210-52P-00732
	no power inline not work


Runtime V1.2.1.8 ; Loader V1.2.0.1

	
	EPR
	Headline

	1
	ECS4210-52P-00609
	PoE help page:description of priority incorrect for 28 port project.

	2
	ECS4210-52P-00678
	PortHistoryCounter:DUT doesn't provide Port History Counter help page.

	3
	ECS4210-52P-00679
	Syslog:DUT doesn't provide logging command parameter help description.

	4
	ECS4210-52P-00683
	Help:Protocol vlan help page doesn't include protocol type : "PPPOE-dis" & "PPPOE-ses" description.

	5
	ECS4210-52P-00685
	ProtocolVLAN:Add protocol group with protocol type: PPPOE-dis & PPPOE-ses via web,then save and reboot, it will lose config.

	6
	ECS4210-52P-00698
	Help:DUT doesn't provide the parameters "cos" & "cos bit mask" in mac acl help description.

	7
	ECS4210-52P-00708
	The port shutdown by BPDU-guard, then the port status always will be come UP.

	8
	ECS4210-52P-00715
	ECS4110 series Port Security should not learn MAC address if port security max-mac count = 0

	9
	ECS4210-52P-00716
	support VLAN ACL as like ECS4620

	10
	ECS4210-52P-00718
	ProtocolVLAN:Frame type RFC-1042 shall support PPPOE-dis & PPPOE-ses of protocol type in CLI

	11
	ECS4210-52P-00723
	remove enable command for user privilege 0-7

	12
	ECS4210-52P-00724
	can't apply PoE time range profile to port interface


Runtime V1.2.1.3 ; Loader V1.2.0.1

	
	EPR
	Headline

	1
	ECS4210-52P-00695
	DHCPv6:Configure some dhcpv6 setting to get ip ,DUT will continously show debug messages.

	2
	ECS4210-52P-00697
	MAC:From IXIA send learning packet with vid and priority with not 0, DUT can't learn this mac.

	3
	ECS4210-52P-00705
	accounting priv-lel is always 0

	4
	ECS4210-52P-00709
	The DUT timer will be slower 1 second after about 8 minutes

	5
	ECS4210-52P-00710
	IPv6: Support ping6 multicast global address with vlan id


Runtime V1.2.1.2 ; Loader V1.2.0.1

	
	EPR
	Headline

	1
	ECS4210-52P-00673
	ECS4110-28T loop on port causes STP root loss

	2
	ECS4210-52P-00687
	WEB:DUT shall support to display the information of CPU task by WEB.

	3
	ECS4210-52P-00688
	CPUGuard:DUT doesn't support to display the information of CPU Guard by WEB.

	4
	ECS4210-52P-00689
	CPUGuard:After configure High Watermark, then save and reboot, High Watermark will change back to default value.

	5
	ECS4210-52P-00696
	ipv6 does not work with trunk port issue

	6
	ECS4210-52P-00697
	MAC:From IXIA send learning packet with vid and priority with not 0, DUT can't learn this mac.

	7
	ECS4210-52P-00699
	chaging STP priority causes STP loopback detection works incorerctly.

	8
	ECS4210-52P-00702
	miss the 1.3.6.1.4.1.259.10.1.39.2.1.0.192 - udldPortShutdownTrap

	9
	ECS4210-52P-00703
	Upadate the web help page - 1.2.1.0

	10
	ECS4210-52P-00704
	authentication login with tacacs server,user can't get the right privilege level


Runtime V1.2.1.1 ; Loader V1.2.0.1

	
	EPR
	Headline

	1
	ECS4210-52P-00667
	switch should not learn unkown vlan mac-address on mac-address table
· Can't reach customer requirement due to chip limitation ( Withdraw last patch to learn all unknown vlan mac.


Runtime V1.2.1.0 ; Loader V1.2.0.1

	
	EPR
	Headline

	1
	ECS4210-52P-00319
	Trunk: SFP port can join Trunk if Trunk works at 100 half mode

	2
	ECS4210-52P-00672
	PortSecurity:The maximum MAC address control failure.

	3
	ECS4210-52P-00673
	ECS4110-28T loop on port causes STP root loss

	4
	ECS4210-52P-00676
	Syslog:User can't use "no logging command" via CLI to disable logging command function.

	5
	ECS4210-52P-00677
	[enhance] support UDLD @ trunk port.

	6
	ECS4210-52P-00681
	ProtocolVLAN:Protocol VLAN priority range in port interface are not the same between CLI & web.

	7
	ECS4210-52P-00682
	ProtocolVLAN:Add 13th protocol group will display debug message on CLI.

	8
	ECS4210-52P-00684
	ProtocolVLAN:DUT doesn't support protocol type :PPPOE-dis & PPPOE-ses on CLI, but web does.

	9
	ECS4210-52P-00685
	ProtocolVLAN:Add protocol group with protocol type: PPPOE-dis & PPPOE-ses via web,then save and reboot, it will lose config.

	10
	ECS4210-52P-00686
	ProtocolVLAN:User can bind protocol-group on port interface without configure priority parameter on CLI, but web can't.

	11
	ECS4210-52P-00691
	L2Switch:Disable MAC learning for specific VLANs, after save and reboot, config will be lost.

	12
	ECS4210-52P-00692
	PortHistory:"Show int history eth 1/X current / previous" via web, "Start Time" column can't display completely.

	13
	ECS4210-52P-00693
	PortHistory:Column numbers of port history current / previous (input/output) informatoin of web page doesn't match CLI.

	14
	ECS4210-52P-00694
	IPV6 Statistics: On the IPv6 Statistics page ,"Transmitted Group Membership Reduction Messages" item displays "undefined".


Runtime V1.2.0.4 ; Loader V1.2.0.1

	
	EPR
	Headline

	1
	ECS4210-52P-00667
	switch should not learn unkown vlan mac-address on mac-address table

	2
	ECS4210-52P-00671
	Repair the cli tree


Runtime V1.2.0.2 ; Loader V1.2.0.1

	
	EPR
	Headline

	1
	ECS4210-52P-00310
	Multicast：The total entry of IGMPsnp，MVR，MLDsnp and MVR6 over 1K and some MC group cannot work according to the table

	2
	ECS4210-52P-00447
	DifferServ: TRTCM-Color-Aware doesn't work

	3
	ECS4210-52P-00453
	DifferServ: SRTCM-Color-Aware doesn't work

	4
	ECS4210-52P-00604
	[PoE] The MIB file does not contains the PoE related trap OID definitions

	5
	ECS4210-52P-00655
	[enhance] user can config the maximum of FDB lookup depth.

	6
	ECS4210-52P-00657
	Enhancement Per process cpu usage monitoring

	7
	ECS4210-52P-00662
	[enhance] static LACP enhancement

	8
	ECS4210-52P-00663
	[enhance] Protocol VLAN need to group PPPoE packet

	9
	ECS4210-52P-00664
	Enhancement: add history counter

	10
	ECS4210-52P-00666
	[enhance] 802.1p/DSCP/VLAN_ID/EtherType ACL support

	11
	ECS4210-52P-00668
	[Enhancememb]Cable Diag support 4 pair on TDR mode

	12
	ECS4210-52P-00669
	(ECS4110-28P) PoE power budget (or mainpower maximum allocation): 195 -> 390 Watt

	13
	ECS4210-52P-00670
	[enhance] ECS4110-28T remove the fan.


Runtime V1.2.0.1 ; Loader V1.2.0.1

	
	EPR
	Headline

	1
	ECS4210-52P-00045
	CableDiag[Web]: There is no Trunk member port on page Web “Interface>Port>Cable test”.

	2
	ECS4210-52P-00145
	LLDP[CLI&MIB]：Remote device details information display abnormal by web and CLI

	3
	ECS4210-52P-00319
	Trunk: SFP port can join Trunk if Trunk works at 100 half mode

	4
	ECS4210-52P-00488
	IPV6 Statistics: On the IPv6 Statistics page cannot statistics MLD v2 report

	5
	ECS4210-52P-00532
	taticRoute[MIB]: Can't show inactive static route on MIB table ipCidrRouteTable.

	6
	ECS4210-52P-00591
	[Enhancement]: CGI/HTTP enhancements.

	7
	ECS4210-52P-00604
	[PoE] The MIB file does not contains the PoE related trap OID definitions

	8
	ECS4210-52P-00616
	Change ECS4210-28T/28P/52T/52P (ES4528/52MA) back to ECS4110 series as per EC PLM decision.

	9
	ECS4210-52P-00651
	EX35XX00200220 - Switch still supplies the power when AP7131 requests more than maximum power

	10
	ECS4210-52P-00652
	EX35XX00200257 - command "show ip dhcp client-identifier" is not available in EX3524

	11
	ECS4210-52P-00653
	[SNMP/Cable Diag]To support PairC and Pair D information on SNMP

	12
	ECS4210-52P-00654
	88E1545 quad copper Phy A0 to A1. S/W modification.

	13
	ECS4210-52P-00656
	[enhance] Number = 64 of different records for MAC-based VLAN (by ACL)

	14
	ECS4210-52P-00658
	Enhancement : change bootrom password

	15
	ECS4210-52P-00659
	Enhancement: MAC learning disable per VLAN

	16
	ECS4210-52P-00660
	Command Accounting to Syslog Server

	17
	ECS4210-52P-00661
	[enhance] Change PPPoE and MAC ACL Priority

	18
	ECS4210-52P-00665
	[enhance] Increase MSTP instances up to 64 (63 MSTI + 1 CIST)


Runtime V1.1.2.0 ; Loader V1.0.2.0

	ECS4210-52P-00648
	(ECS4110-28P) PoE power budget (or mainpower maximum allocation): 195 -> 390 Watt.
=> Up to 390000mW for 24-port PoE switch (updated ECS4110-28P) and 400000mW for 48-port PoE switch (unchanged ECS4110-52P)


Runtime V1.1.0.0 ; Loader V1.0.2.0

	-
	In order for formal SW Release /MP, 1.1.0.0 is a simple re-version of 1.0.16.0.


Runtime V1.0.16.0 ; Loader V1.0.2.0

	ECS4210-52P-00646
	ACL:[web]Web couldn't config time-range bind with ACE.

	ECS4210-52P-00643
	Web:Web couldn't config time-range bind with PoE.

	ECS4210-52P-00134
	ConfigFile[WEB]: CLI can display free space for compressed user config files , but WEB doesn’t display

	ECS4210-52P-00086
	Trace Route:Can’t traceroute a host name in web,but can excute in CLI

	ECS4210-52P-00644
	Display: CPLD version is 0.00 at show version
(52T/52P only)

	ECS4210-52P-00639
	[VLAN] switchport does not allow to set Native VLAN (PVID) on a non-existent VLAN.


Runtime V1.0.15.0 ; Loader V1.0.2.0

	ECS4210-52P-00624
	Time Range:WEB display no time range while there's servel time range create by CLI.

	ECS4210-52P-00620
	Time Range:Maximum number of time range mismatch SPEC.

	ECS4210-52P-00479
	LLDP：DUT cannot display ca-type when receive  LLDPDU including ca-type TLV

	ECS4210-52P-00437
	MVR6[web]：A source port or receiver port can directly change to receiver port or source port

	ECS4210-52P-00441
	SNTP[mib]:time zone name should not contain character “?”

	ECS4210-52P-00266
	ConfigFile[WEB]: WEB doesn’t support copy startup-config to file, ftp, tftp, running-config

	ECS4210-52P-00137
	LLDP：LLDP-MED packet donot have network policy TLV

	ECS4210-52P-00351
	MSTP[web]: Create MST instance with vlan11,have error message on the web

	ECS4210-52P-00075
	L2Switch[WEB]:  CPU MAC should not be selected to be deleted, even if the action is not successful

	ECS4210-52P-00582
	Vlan trunking[mib]：DUT can enable trunk member  vlan trunking function via snmp

	ECS4210-52P-00432
	SNTP[web/CLI]:time zone name can’t contain character “?” and “spaces”

	ECS4210-52P-00513
	MVR[web]： The display of a profile with multiple range is not correct in associate profile page

	ECS4210-52P-00259
	MVR[web]：A source port or receiver port can directly change to receiver port or source port

	ECS4210-52P-00062
	Protocol-vlan[web]:Create different protocol type with the same group id then delete one of them but both of them are deleted

	ECS4210-52P-00270
	ConfigFile[WEB]: some commands in CLI can’t be execute on WEB

	ECS4210-52P-00243
	DDM[Web]: Can’t enable Trap of DDM Thresholds on the Web page “Interface > Port > Transceiver”

	ECS4210-52P-00199
	ConfigFile[WEB]: CLI support copy file to file , WEB doesn’t support

	ECS4210-52P-00184
	L2Switch:  The Port status information is inconsistent in Cli and Web

	ECS4210-52P-00640
	[l2_l4_proc] use burpsuite to scan web may cause l2_l4_proc exception (not always).


Runtime V1.0.14.0 ; Loader V1.0.1.0

	ECS4210-52P-00636
	HTTPS[WEB]: Copy https-certificate from TFTP server via web page cause DUT display exception

	ECS4210-52P-00637
	802.1x:802.1 x will learn dynamic mac address and forward traffic even when 802.1x auth success or fail


Runtime V1.0.12.0 ; Loader V1.0.1.0

	ECS4210-52P-00630
	VLAN&DiffServ[WEB]Config VLAN and DiffServ , DUT reboot after 10 minutes

	ECS4210-52P-00216
	TraceRoute[Web]: Can't trace route IPv6 IP address and IPv4 IP address together on Web interface of different PCs.


Runtime V1.0.10.0 ; Loader V1.0.1.0

	ECS4210-52P-00618
	802.1X:Guest-vlan is not work .

	ECS4210-52P-00336
	802.1x Authentication : Static MAC and authentication MAC can conflict

	ECS4210-52P-00597
	PoE:There is no mainpower option on WEB but CLI did.

	ECS4210-52P-00622
	Time Range:While one periodic time rules and one absolute time rules are overlapped, PoE work incorrectly.

	ECS4210-52P-00395
	ACL:Failed binding MAC ACL to port with configuration (in the attachment)

	ECS4210-52P-00321
	Voice vlan:can’t join into voice vlan through LLDP

	ECS4210-52P-00473
	User_Auth:  The user privilege is inconsistent in Cli ,Web,MIB

	ECS4210-52P-00317
	MIB:TimeRange MIB is not be defined in MIB file-'ECS4210-52P.mib'.

	ECS4210-52P-00369
	DDM[web]: transceiver-threshold don’t  display in “Interface > Port > Transceiver ”web

	ECS4210-52P-00011
	PortTrunk[WEB]:Can’t add port trunk on WEB Interface>Trunk>Static

	ECS4210-52P-00347
	DDM[Web]: It is not consistent that show DDM information from CLI and Web page.

	ECS4210-52P-00376
	DiffServ[MIB]: diffServPortEntry walk results are wrong

	ECS4210-52P-00040
	Traffic-segmentation [web]：DUT cannot configure a  uplink port to downlink or downlink port to uplink

	ECS4210-52P-00434
	MVR6[WEB]：Function of immediately-leave by host ip is not exist in web

	ECS4210-52P-00435
	MVR[WEB]：Function of immediately-leave by host ip is not exist in web

	ECS4210-52P-00541
	DiffServ[MIB]diffServClassMapAttachCtlElementIndexType can't set IPv6  rule

	ECS4210-52P-00220
	LACP[WEB]: After LACP link up , modify LACP name , an error message will display

	ECS4210-52P-00518
	Ipv6 address config[WEB]:MTU upper limit value is wrong

	ECS4210-52P-00619
	RADIUS: The number of Actual RADIUS Authentication Retries is more than setting value.

	ECS4210-52P-00227
	DDM[Web]: It is not consistent that show information about DDM from CLI and Web page.

	ECS4210-52P-00248
	DHCP-Snooping[web]:Cannot delete the first dhcp relay server ip from web.

	ECS4210-52P-00246
	MVR[WEB]：The start page of MVR and MVR6 is not the first page

	ECS4210-52P-00173
	MgtIPFilter[WEB]: Add entry for 5 times in All Mode , try to add another entry will fail on WEB

	ECS4210-52P-00392
	MAC mirror[web]:Configure a port as target port,then join this port into trunk,can’t delete mirror entry

	ECS4210-52P-00393
	Vlan mirror[web]:Configure a port as target port,then join this port into trunk,can’t delete mirror entry

	ECS4210-52P-00236
	Ipv6 http: Open web through and ipv6 https in crome 30, slowly and imcompetely

	ECS4210-52P-00252
	HTTPS[web]：Cannot use chrome to login DUT via HTTPS

	ECS4210-52P-00626
(TS Role)
	Phenomenon:Switch CPU utilization 100% and web fails after OpenSSL Heartbleed vulnerability (CVE-2014-0160) test.


Runtime V1.0.8.0 ; Loader V1.0.0.0

	ECS4210-52P-00240
	RADIUS: The radius authentication can not accordance to Member Index sequence.

	ECS4210-52P-00321
	Voice vlan:can’t join into voice vlan through LLDP

	ECS4210-52P-00597
	PoE:There is no mainpower option on WEB but CLI did.

	ECS4210-52P-00447
	DifferServ: TRTCM-Color-Aware doesn't work

	ECS4210-52P-00120
	802.1X-GVLAN:Guest vlan can not removed from the port when stop the client.

	ECS4210-52P-00453
	DifferServ: SRTCM-Color-Aware doesn't work

	ECS4210-52P-00257
	Cos:”Cos to DSCP” is based on global,not port.But ports can be set to different ”Cos to DSCP” config

	ECS4210-52P-00253
	SNMPv3:Failed to create trap receiver when DUT has 5 SNMP Communities

	ECS4210-52P-00395
	ACL:Failed binding MAC ACL to port with configuration (in the attachment)

	ECS4210-52P-00397
	ACL:Failed to add rules for MAC ACL with configuration (in the attachment)

	ECS4210-52P-00534
	MAC Authentication :Port display incorrect information when the dynamic VLAN assignment for MAC authenticated

	ECS4210-52P-00029
	Security: When use scanner tool burp suite to scan all function pages, CLI print error message.

	ECS4210-52P-00536
	802.1x Authentication:MAC-Based vlan different to dynamic VLAN and 802.1x authentication work on MAC-Based VLAN

	ECS4210-52P-00212
	SNMP:DUT send inform only once even when DUT donnot get inform response

	ECS4210-52P-00299
	Config file[MIB]: fileCopyStatus value is wrong when config file is full and try to save one more config file in flash

	ECS4210-52P-00295
	RateLimit: Enable RateLimit on trunk , input doesn’t work, output doesn’t accurate

	ECS4210-52P-00342
	Customization：add PGM environment and the src code

	ECS4210-52P-00533
	L2_Switch:  Can not enter vlan interface when situation is blew

	ECS4210-52P-00608
	PoE:while power allocation not enough, the port shut down sequence incorrect.

	ECS4210-52P-00356
	RMON:RMON Event with only Log Type not work

	ECS4210-52P-00357
	RMON:RMON Event with only trap Type cannot work correctly

	ECS4210-52P-00360
	ACL:Bind ACL to port,Show TCAM ,information error

	ECS4210-52P-00610
	Time-range name length:Time-range name maximum length incorrect.

	ECS4210-52P-00565
	802.1X Authentication:Mac address can not remove from mac-address-table when mac-authentication fail but 802.1x authenticatio

	ECS4210-52P-00615
	(EX35XX00106470) CoS value reset to zero after police_srTCM apply on yellow packet.

	ECS4210-52P-00606
	PoE:Can not configure time-range combine PoE via WEB.

	ECS4210-52P-00400
	802.1x Authentication: PC1 can  pass authentication when Port Security leran PC1 MAC.

	ECS4210-52P-00607
	PoE:Change port priority while power allocation not enough will work incorrect.

	ECS4210-52P-00260
	Cos:”DSCP to DSCP” is based on global,not port. But ports can be set to different ”DSCP to DSCP” config

	ECS4210-52P-00336
	802.1x Authentication : Static MAC and authentication MAC can conflict

	ECS4210-52P-00487
	MVR6：Iutput statistics of Group in receiver port cannot increase correct

	ECS4210-52P-00415
	Protocol-vlan[mib]:No priority index in protocol vlan.

	ECS4210-52P-00396
	HTTPS：Web receive the "security warning"when use upload https certificate

	ECS4210-52P-00386
	Web_Auth:  The MAC Type of Web Auth User should be different with “ Learn”

	ECS4210-52P-00367
	Cos[MIB]:can’t configure some parameters from mib

	ECS4210-52P-00585
	Telnet: Tcp port can not configure 1 in web pag .

	ECS4210-52P-00382
	ATC[WEB]: Enable broadcast(multicast) ATC causing multicast(broadcast) disable

	ECS4210-52P-00377
	DHCP-Snooping[mib]:can’t configure some parameters from mib

	ECS4210-52P-00373
	ATC[WEB]: If a port join a trunk or LACP, it should be hide in page Interface > RSPAN

	ECS4210-52P-00361
	Imagedownload[mib]：node fileCopyServerInetAddress should display in decimal

	ECS4210-52P-00344
	Imagedownload[mib]：Configure DUT reload after auto upgrade via CLI，but cannot in MIB

	ECS4210-52P-00574
	help: When open the second help page, can’t show help information of all functions from the help page.

	ECS4210-52P-00576
	ACL[HELP]: Description is not complete

	ECS4210-52P-00577
	LLDP [web]: Configure interface web, select other trunk number always return back to trunk1

	ECS4210-52P-00168
	MgtIPFilter: Different manners to remove MgtIPFilter entry , DUT response different results

	ECS4210-52P-00331
	Storm-control: Storm-control Rate with 1200packets/s don’t work correctly with Optical fiber port

	ECS4210-52P-00481
	Ipv6 statistics:when DUT received a NA,will statistics value 2

	ECS4210-52P-00288
	ConfigFile[MIB]: fileCopySrcOperType and fileCopyDestOperType in MIB can't set to http(6)

	ECS4210-52P-00486
	MVR：Iutput statistics of Group in receiver port cannot increase correct

	ECS4210-52P-00366
	Cos[MIB]:Can’t configure queue mod to “Static and WRR” mode from MIB

	ECS4210-52P-00028
	ATC[WEB] Alarm Fire Threshold and Alarm Clear Threshold can’t be set separately

	ECS4210-52P-00285
	Management  User:  The number of radius request packets which based on the configuration  is not correct

	ECS4210-52P-00579
	MVR：When iutput genery query ，genery query and gs query in MVR VLAN increase together，but input gs query，gs query cannot

	ECS4210-52P-00020
	HTTPs[web]：configure DUT so slow when use https

	ECS4210-52P-00014
	Can't configure telnet port to 1,21,22…

	ECS4210-52P-00085
	CableDiag[Web]: Should not refresh Web page manually to see the cable diagnostic test result.

	ECS4210-52P-00539
	LLDP[web]： When modify CA-TYPE of one interface that has none CA-TYPE ，it shows successful

	ECS4210-52P-00540
	DiffServ[MIB]diffServClassMapElementIndexTypeList value error if class add all types rule

	ECS4210-52P-00541
	DiffServ[MIB]diffServClassMapAttachCtlElementIndexType can't set IPv6  rule

	ECS4210-52P-00211
	Trunk: A port join trunk , try to modify the trunk name will fail

	ECS4210-52P-00092
	ACL:MAC ACL bind a not existed time-range ,Error message is wrong

	ECS4210-52P-00221
	System[Web]:2 PC web login at at the same time, PC1 logout cause PC2 auto logout

	ECS4210-52P-00142
	System[Web]:Enter the 52P switch web login page will take 12-16 seconds

	ECS4210-52P-00514
	http： The range of http port should be 2-65535

	ECS4210-52P-00527
	Storm-unknownUcast: unknownUcast control Rate with 500packets/s work unstable

	ECS4210-52P-00528
	Storm-mcast: mcastStorm control Rate with 500packets/s work unstable

	ECS4210-52P-00529
	Storm-Broadcast: bcastStorm control Rate with 500packets/s work unstable

	ECS4210-52P-00564
	EPRS[WEB]:Administration > ERPS> Configure domain list display control vlan 4094 to 409

	ECS4210-52P-00598
	PoE:click help page button will display empty page.

	ECS4210-52P-00169
	ARP[web]:can’t enable or disable proxy arp from web

	ECS4210-52P-00429
	802.1x Authentication:The start period of time by held period control when held period of time < start period of time .

	ECS4210-52P-00071
	RADIUS: The number of Actual RADIUS Authentication Retries is less than setting value.

	ECS4210-52P-00207
	Trunk: A port with name join trunk , modify the trunk name, error message will display

	ECS4210-52P-00161
	STP: Continue send 400 packets/s BPDU packets to DUT,the CPU 100%

	ECS4210-52P-00139
	L2Switch:  DUT can add a new static mac with vlan which is not attached to port

	ECS4210-52P-00222
	System:224.0.0.0/24 multicast packets will send to CPU and cause CPU loading 100%

	ECS4210-52P-00616
(RD Role)
	Change ECS4210-28T/28P/52T/52P (ES4528/52MA) back to ECS4110 series as per EC PLM decision.

	ECS4210-52P-00599

(RD Role)
	V1.0.6.0: CLI “time-range”: <Hours:0-23> <Minutes:0-59> <Seconds:0-59>
V1.0.8.0: CLI “time-range”: <Hours:0-23> <Minutes:0-59>


Runtime V1.0.3.1 ; Loader V1.0.0.0

	ECS4210-52P-00594
	PoE:PoE status is unstable.

	ECS4210-52P-00180
	SNMP:Failed to create trap receivers with community string:abcdefghijklmnopqrstuvwxyz123456

	ECS4210-52P-00162
	ACL-TimeBased:Cannot creat more than one Absolute Time Rules for a Time-Range entry

	ECS4210-52P-00083
	ACL:ACL is not surpported the function of 'Redirect to'

	ECS4210-52P-00161
	STP: Continue send 400 packets/s BPDU packets to DUT,the CPU 100%

	ECS4210-52P-00460
	IGMPSNP Statistics:Send 10 G query packets,GS Query still display 10.

	ECS4210-52P-00462
	IGMPSNP Statistics: The input of GS Query cannot statistics by vlan port and trunk.

	ECS4210-52P-00106
	CableDiag[Web]: It is not consistent that show information about cable-diagnostics interface ethernet  from CLI and Web page.

	ECS4210-52P-00605
	[IGMP Snooping] Enhancement for memroy consumption by dynamically igif creation

	ECS4210-52P-00371
	Traceroute[MIB]:When try to configure traceRouteCTLEntry,the entry may be destroyed

	ECS4210-52P-00603
	[PoE] Support PoE private MIB.

	ECS4210-52P-00035
	Traffic-segmentation [CLI]：A uplink or downlink port can be set as trunk member

	ECS4210-52P-00492
	Mac Mirror:Mac Mirror can configure an invalid source Mac address as source MAC Mirror.

	ECS4210-52P-00374
	DDM[mib]: It is not consistent that show DDM Thresholds from CLI and mib page.

	ECS4210-52P-00499
	SNMPv3:MAC Notification Traps cannot work

	ECS4210-52P-00181
	MVR：MVR receiver port cannot change to inactive when its pvid is mvr vlan id

	ECS4210-52P-00593
	CLI: when config 4k vlan suspended, the config can not be saved successfully

	ECS4210-52P-00595
	PoE:Range of mainpower is different to SPEC.


Runtime V1.0.3.0 ; Loader V1.0.0.0

	ECS4210-52P-00420
	Support reset button feature

	ECS4210-52P-00591
	[Enhancement]: CGI/HTTP enhancements.

	ECS4210-52P-00412
	MVR[mib]：Node mvrForwardingPriority cannot configure to 7

	ECS4210-52P-00413
	MVR6[mib]：Node mvr6ForwardingPriority cannot configure to 7

	ECS4210-52P-00588
	[IGMP Snooping] static group can not succeed well after trunk member add/del operation

	ECS4210-52P-00026
	ATC: Alarm fire threshold and alarm clear threshold doesn’t work accurate

	ECS4210-52P-00586
	[protocol-vlan] priority enhance to 0-7

	ECS4210-52P-00294
	RateLimit: Enable Jumbo Frame will cause normal port failed to transmit packets

	ECS4210-52P-00587
	[Enhancement]Let VLAN 1 and Cluster VLAN can be configured as RSPAN VLAN

	ECS4210-52P-00094
	(Enhance) add loader functions for ECS4210-52P series

	ECS4210-52P-00145
	LLDP[CLI&MIB]：Remote device details information display abnormal by web and CLI

	ECS4210-52P-00576
	ACL[HELP]: Description is not complete

	ECS4210-52P-00590
	[PoE] Make the workaround/enhancement to avoid the bugs.

	ECS4210-52P-00133
	L2Switch:  The media type is inconsistent in Cli ,Web,Snmp

	ECS4210-52P-00535
	MAC Authentication:Mac address can be aging when Disable network access aging for do mac  authentication.(running for ninght)

	ECS4210-52P-00230
	PortSecurity: WEB and CLI still Admin up when port shutdown as the amounts different SA exceed max-mac-count

	ECS4210-52P-00520
	L2_Switch:  The speed of DUT learning the mac address is too slow

	ECS4210-52P-00537
	IPSG:DHCP client still can access network after no any ipsg entry on this port.

	ECS4210-52P-00516
	DHCPv6 snooping:DUT can’t forward request quest when excute dhcpv6 snooping

	ECS4210-52P-00421
	MLDSNP[MIB]: Node mldSnoopMulticastStaticStatus value set to invalid,cannot delete the static group

	ECS4210-52P-00417
	MLDSNP[MIB]: Node mldSnoopRouterStaticStatus value set to invalid,cannot delete the static router port

	ECS4210-52P-00463
	MLDSNP statistics: The output of general query cannot statistics by vlan

	ECS4210-52P-00458
	MLDSNP statistics: The output of Done message cannot statistics by vlan

	ECS4210-52P-00457
	MLDSNP statistics: The output of report cannot statistics by vlan

	ECS4210-52P-00451
	MLDSNP statistics: The statistics of received G-S query is not correctly

	ECS4210-52P-00449
	MLDSNP statistics: The statistics of received general query is not correctly

	ECS4210-52P-00422
	MLDSNP[MIB]: Set mldSnoopMulticastStaticPorts value by get current value,it failed

	ECS4210-52P-00409
	MLDSNP[MIB]: mldSnoopMulticastStaticTable can get the dynamic MLDSNP group information

	ECS4210-52P-00276
	SNMP:Change the engine-ID,the snmp user is automatically deleted but not the snmp group

	ECS4210-52P-00102
	Voice vlan:Configure voice vlan manual mode,will modify vlan priority whose mac isn’t same as voice OUI all the time

	ECS4210-52P-00096
	Voice vlan:in auto mode,voice vlan priority can effect the packets whose source mac isn’t same as voice OUI

	ECS4210-52P-00121
	Voice vlan:Enable ingress filter,send tagged voice vlan id packets can’t let port join voice vlan

	ECS4210-52P-00088
	Trace Route:not configure dns server,then ping a hostname,alert message is wrong

	ECS4210-52P-00531
	StaticRoute: Should not create a static route for directly connected network.

	ECS4210-52P-00217
	MIB:The node ipForwarding can not read-write

	ECS4210-52P-00002
	(Enhance) Get ready for PoE and PoE button functions

	ECS4210-52P-00525
	StaticRoute: DUT can't forward IP packets with full speed through static route.

	ECS4210-52P-00544
	Storm-control[help]: Storm Control rate range is wrong

	ECS4210-52P-00578
	SNMP[HELP]: Description is not complete

	ECS4210-52P-00561
	Ipv6 configuration[Help]:MTU ragne is wrong

	ECS4210-52P-00341
	DHCPDynamicProvision :  The command “ip dhcp restart client” dosen’t work  .

	ECS4210-52P-00321
	Voice vlan:can’t join into voice vlan through LLDP

	ECS4210-52P-00545
	1Qvlan[WEB]:  The web page of vlan can not be opened correctly

	ECS4210-52P-00543
	L2Switch[WEB]:  These web pages can not be opened correctly

	ECS4210-52P-00209
	MAC based mirror:MAC mirror not work when crossing chip

	ECS4210-52P-00501
	IPv6AddressConfig:Input 200 p/s ipv6 UDP packets, total 1024, check ipv6 neighbor cache via CLI and web became slowly.

	ECS4210-52P-00122
	802.1X-GVLAN:GVLAN authentication MAC address can not learn the MAC address table

	ECS4210-52P-00474
	LLDP: The MAU type of LLDPPDU was not supported correctly when the specified port connected with SFP


Runtime V1.0.0.0 ; Loader V1.0.0.0

	ECS4210-52P-00363
	Ipv6 log[MIB]:when add 2 ipv6 address as server, walk or set “RemoteLogServerStatus” will circulate display

	ECS4210-52P-00196
	ConfigFile[WEB]: Copy running-config , destination name is ! , then WEB feature will be wrong

	ECS4210-52P-00279
	ConfigFile[WEB]: Source file name will become empty if destination file name is invalid


Runtime V0.5.0.0 ; Loader V0.5.1.0

	ECS4210-52P-00515
	DHCPRelay:server cannot capture any packet send from client.

	ECS4210-52P-00197
	NetworkNotice:System information record for cold start when DUT for Warm Start Handling.

	ECS4210-52P-00419
	MIB:The node probeResetControl can not work correct.

	ECS4210-52P-00510
	Help[Web]: There should be help page "IP>General>Routing Interface", "IP>Routing>Static Routes" and "IP>Routing>Routing Table

	ECS4210-52P-00559
	1Qvlan[Specification ]:  The 4K vlan number should be 4094 .

	ECS4210-52P-00556
	STP[spec]:According to v0.1.0.0 release note,mstp support 32 instances, but it only support 16 actually

	ECS4210-52P-00575
	Help[Web]: There should be some wrong informations on help page "Administration>CFM".

	ECS4210-52P-00573
	Console[HELP]: Description is not complete

	ECS4210-52P-00572
	Network Access[HELP]: Description is not complete

	ECS4210-52P-00571
	DHCPSNP[help]:The client vendor class id default display ECS3510-28T when use swith ECS4210-52t.

	ECS4210-52P-00570
	AAA[HELP]:VTY Method Describe the error Security > AAA > Authorization

	ECS4210-52P-00568
	AAA[HELP]:VTY Method Describe the error

	ECS4210-52P-00567
	IGMPSNP [help]: IGMPSNP help describe of querier not correct

	ECS4210-52P-00566
	File[Help]:File Type should include OpCode and Config File.

	ECS4210-52P-00563
	HTTPS[Help]:HTTPS port should be TCP port.

	ECS4210-52P-00562
	Ipv6 soure Guard[Help]:Lack of help description about parameter “Type”

	ECS4210-52P-00560
	MAC Vlan[Help]:need add description for parameter “Mask”

	ECS4210-52P-00558
	ARP[Help]:arp help description have some wrong

	ECS4210-52P-00557
	Spanning Tree [help]: Spanning tree help not correct

	ECS4210-52P-00555
	CableDiag [help]:There is no “Action” parameter

	ECS4210-52P-00554
	AAA[HELP]: Description and the actual configuration is not the same

	ECS4210-52P-00553
	DHCP DynamicProvision[Help]:  The default value of vender class ID is inconsistent with web.

	ECS4210-52P-00552
	Trunk[HELP]:Interface > Trunk > Chart page in description described as Interface > Port/Trunk > Statistics

	ECS4210-52P-00551
	DDM[help]: DDM parameter is wrong

	ECS4210-52P-00550
	DDM[help]: DDM Voltage thresholds is wrong

	ECS4210-52P-00549
	DiffServ[HELP]:Class match a ACL rule, configuration display "ACL", help display "ACL List"

	ECS4210-52P-00548
	DDM[help]: DDM  temperature thresholds is wrong

	ECS4210-52P-00547
	1Qvlan[Help]:  The mode of operation should be “access ,hybrid,trunk”

	ECS4210-52P-00509
	Help[Web]: There should not be help page "System>IP".

	ECS4210-52P-00076
	L2Switch[WEB]:  It should have a example of MAC format when add a new static MAC

	ECS4210-52P-00439
	MVR[web]：cannot clear MVR dynamic group via web

	ECS4210-52P-00438
	MVR6[web]：cannot clear MVR6 dynamic group via web

	ECS4210-52P-00427
	IGMP-Snooping[web]:Cannot configure immediate leave by host ip from web.

	ECS4210-52P-00277
	IGMP-Snooping[web]:Disable vlan 3 Proxy Reporting and apply ,but web still display Enable.

	ECS4210-52P-00263
	SNMP:Web snmp mac notification trap interval displays undefined and cannot set.

	ECS4210-52P-00032
	STP: DUT can config spanning-tree cisco-prestandard,but cannot config it by WEB

	ECS4210-52P-00470
	IGMPSNP [web/cli] : show ip igmp snooping statistics query vlan 1,the parameter on web and CLI is not the same

	ECS4210-52P-00029
	Security: When use scanner tool burp suite to scan all function pages, CLI print error message.

	ECS4210-52P-00339
	RMON:Create an event item on the Web,cannot be saved successfully.

	ECS4210-52P-00093
	Temperature[Web]:DUT cannot display Temperature on web page "System > Switch"

	ECS4210-52P-00423
	IGMP-Snooping[mib]:Should delete report suppression index from mib.

	ECS4210-52P-00384
	802.1xAuthentication :MAC Authentication and 802.1x Authentication  can not conflict

	ECS4210-52P-00530
	System [WEB] : The web page of system capability Bridge Extension shows wrong value.

	ECS4210-52P-00526
	DHCPDynamicProvision[WEB] :  The web page of DHCP Client has odd character

	ECS4210-52P-00482
	MAC Authentication :PC can not pass authentication  when Dynamic distributed DQOS

	ECS4210-52P-00494
	802.x Authentication:DACL can not bind to DUT port when Dynamic distributed attribute for DQOS

	ECS4210-52P-00408
	802.1X Authentication:802.1x authentication can not migration to different port 802.1 X authentication when clients as same a

	ECS4210-52P-00407
	MAC Authentication:PC1 can  pass authentication when MAC authentication migration to 802.1 X authentication .

	ECS4210-52P-00512
	L2_Switch[Modifications introduced]:The LED color of port 1~4 is wrong when speed is 100M or 10M--> The version 0.0.0.1 is OK

	ECS4210-52P-00511
	L2_Switch[Modifications introduced] :DUT Diag LED always blink after boot system successfully--> The version 0.0.0.1 is OK

	ECS4210-52P-00491
	[MAC based vlan]mac based vlan priority will effect tag vlan’s priority

	ECS4210-52P-00455
	L2Switch: After DUT power off and power on repeatedly, port 24 may link down.

	ECS4210-52P-00232
	DHCP-Snooping：Client cannot get ip successful after client has been got ip repeatedly all night.

	ECS4210-52P-00107
	[MAC-Authentication Web]MAC Autnentication adresss can  not display  on web page " Security > Network Access"

	ECS4210-52P-00569
	Delay-Reload[help]:Lack of warning message when Reset Mode is Regularly and AT in "Systen>Reset"page.

	ECS4210-52P-00506
	L2_Switch_Performance:  DUT would lose packets when packet size is jumbo frame (28 Port)

	ECS4210-52P-00074
	L2Switch:  CPU MAC Life time type is wrong in CLI and WEB

	ECS4210-52P-00388
	ConfigFile: Upload file in DUT until can't upload file any more , saving startup1 then reboot, DUT can't reboot successfully

	ECS4210-52P-00584
	Fix cgi_SendBin1 issue

	ECS4210-52P-00433
	SNTP:time zone hours(-12-13) can’t take effect

	ECS4210-52P-00030
	Ipv6 address config:when add a global ipv6 address and a link-local address,can’t delete it from web

	ECS4210-52P-00436
	MVR6：Whether same group can be associate to different domain success or not according to different operation

	ECS4210-52P-00411
	MVR[mib]：Node mvrSourcePortmode cannot configure as MIB file describe

	ECS4210-52P-00507
	L2_Switch:  DUT can not learn the maximum dynamic address

	ECS4210-52P-00522
	Nd snooping:Send some RA into DUT,dut will hung

	ECS4210-52P-00175
	MACFilter: DUT learned dynamic MAC address then bind MACFilter to port ,clear dynamic , DUT will not learn MAC address any mo

	ECS4210-52P-00155
	MACFilter: Address still exits if the port bind MACFilter, and MAC Filter doesn't work

	ECS4210-52P-00450
	802.1x Authentication:web hung when PC2 can pass authentication

	ECS4210-52P-00446
	802.1x Authentication:port with attribute has not been removed when Disable 802.1x client

	ECS4210-52P-00582
	Vlan trunking[mib]：DUT can enable trunk member  vlan trunking function via snmp

	ECS4210-52P-00484
	mvr：0utput statistics of genery query and gs query in source port cannot work

	ECS4210-52P-00490
	MVR：Iutput statistics of genery query and gs query in MVR VLAN cannot increase correct


Runtime V0.3.0.0 ; Loader V0.0.0.1

	ECS4210-52P-00306
	StaticRoute[Web]: Can’t  show routing list on routing table from Web page “IP > Routing > Routing Table”.

	ECS4210-52P-00475
	Traceroute:DUT will discard hop=1 route packets without generate time exceeded

	ECS4210-52P-00229
	1Qvlan:  DUT can accept a command of removing a vlan which has already removed on Ethernet port and trunk

	ECS4210-52P-00480
	Ipv6 address configure:No too big messages packets when DUT received the packets whose length larger than MTU

	ECS4210-52P-00223
	1Qvlan:  DUT can accept a command of creating a vlan which is already existed

	ECS4210-52P-00215
	1Qvlan:  DUT can delete a vlan which is not existed

	ECS4210-52P-00235
	ARP:ARP request will can’t forward in every port when received icmp requests

	ECS4210-52P-00185
	ARP:total arp cache entry NO is 56 which supported by DUT

	ECS4210-52P-00383
	802.1x Authentication:DUT will hung when pc1 can pass authentication after authentication mac Dynamic add to other port.

	ECS4210-52P-00398
	MAC Authentication :DUT will hung when PC1 MAC do MAC-Auth .

	ECS4210-52P-00478
	L2Switch[Web]:Configure by Port Range on the web, failed when click the Apply at first time.

	ECS4210-52P-00424
	MLDSNP[MIB]: Disable MLD snooping,It can add static group by MIB

	ECS4210-52P-00426
	MLDSNP[WEB/CLI]: Disable MLD snooping,Create static group by web/CLI no error message but group not created acctually

	ECS4210-52P-00524
	ACL:Click the web of ACL rule,the CLI shows 'double free' after 58 Standard IP ACL rules and DUT hang.

	ECS4210-52P-00521
	ConfigFile[WEB]:Load config file in attachment, DUT WEB hang

	ECS4210-52P-00495
	DiffServ: Create 512 classes , create policy and add class to policy one by one , DUT hang

	ECS4210-52P-00519
	ACL:Add 192 ACL rules via CLI and view the rules in Web,the DUT hang.

	ECS4210-52P-00195
	1Qvlan :DUT break down and show error information about "(dump_stack+0x0/0x14)" , it can not be reproduced always.

	ECS4210-52P-00172
	L2Switch:  The WEB Page “config by Port list” would cause memory leak

	ECS4210-52P-00148
	VLAN: Make port 3 and port 4 join VLAN 20 ,then leave VLAN 20, repeat these actions will make DUT hang up

	ECS4210-52P-00010
	MLD：Create 4K VLAN by CLI，click the MLD snooping->Interface and Multicast router lable,the DUT hang

	ECS4210-52P-00007
	IGMP-Snooping：Create 4k vlan and click igmp page cause DUT hang.

	ECS4210-52P-00005
	VLAN：Create 4K VLAN by CLI，click vlan page，the DUT hang

	ECS4210-52P-00405
	ACL:Add 512 IP Standard ACL rules after continue add and remove  ACL to port ,the DUT hang.

	ECS4210-52P-00255
	NetworkNotice:CLI Print the exception information and not login web pag  when when Port Link Up/Down  repeatedly(test run for

	ECS4210-52P-00440
	MLDSNP:MLDSNPv1 proxy reporting mode, router not reply correct report when receive G-S query

	ECS4210-52P-00203
	1Qvlan[Web] :Vlan name can not be applied correctly.

	ECS4210-52P-00431
	MLDSNP：Enable MLD Snooping,cannot forward unknow multicast traffic to router port

	ECS4210-52P-00517
	MLDSNP: after add the static group, disable the MLDSNP DUT hang

	ECS4210-52P-00471
	IGMPSNP [web/cli] : The IGMP statistics parameters of output is not the same on web and CLI

	ECS4210-52P-00470
	IGMPSNP [web/cli] : show ip igmp snooping statistics query vlan 1,the parameter on web and CLI is not the same

	ECS4210-52P-00500
	User Management:  Admin user can modified privilege and be deleted itself

	ECS4210-52P-00100
	MACFilter: Add 137540 mac-filter-id , IXIA send packets, DUT WEB hang up

	ECS4210-52P-00059
	[802.1x Authentication] 802.1x clients authentication are failed when 802.1x authenticate on MAC-Based mode.

	ECS4210-52P-00381
	802.1x Authentication :Dynamic MAC addrerss and authentication MAC address can conflict

	ECS4210-52P-00058
	[802.1x Authentication] Max Count isn't work when 802.1x authenticate on Multi_Host mode.

	ECS4210-52P-00333
	MACFilter[MIB]: MIB can't read vaule of MACFilter and can't set

	ECS4210-52P-00418
	Ipv6 address config:Configure a default gateway,has some wrong when work

	ECS4210-52P-00496
	CFM: When remove first trunk member from trunk, MAC address of MEP on trunk is till first trunk member's MAC address.

	ECS4210-52P-00466
	CableDiag:test 48 ports cause DUT hung when 8 clients log in DUT at the same

	ECS4210-52P-00467
	CableDiag:test staus display inconsistent in 8 clients

	ECS4210-52P-00464
	MIB:Set the MIB object netConfigIPAddress after setting a few nodes, the DUT hang.

	ECS4210-52P-00546
	(EX35XX00107369) "police" command does not work properly

	ECS4210-52P-00375
	Cos: the stream ratio have a wrong when into a ratelimit port

	ECS4210-52P-00143
	ConfigFile: Upload attachment in tftp way, then upload attachment on WEB, WEB will hang up

	ECS4210-52P-00118
	ConfigFile: Upload a picture in attachment , then repeat upload the other attachment , DUT WEB hang up

	ECS4210-52P-00113
	ConfigFile: Load 2 error config file in attachment, handle results are different

	ECS4210-52P-00219
	LACP[WEB]: Set port name to ~!@#$%^*()+`|[]{}:/.,& = ' "  < > ;  then port join trunk , a page can’t be open

	ECS4210-52P-00214
	Trunk[WEB]: Set port name to ~!@#$%^*()+`|[]{}:/.,& = ' "  < > ;  then port join trunk , a page can’t be open

	ECS4210-52P-00213
	L2Switch[WEB]: Set port name to ~!@#$%^*()+`|[]{}:/.,& = ' "  < > ;  WEB can’t be open

	ECS4210-52P-00170
	L2Switch:  The WEB Page would be white without any content

	ECS4210-52P-00037
	ACL[Web]：IP Extended ACL's name contain special character,the rule is not displayed

	ECS4210-52P-00523
	ARP:Can’t learn address into arp cache

	ECS4210-52P-00289
	RateLimit: Output rate work doesn’t accurate

	ECS4210-52P-00081
	Diffserv: CIR doesn’t accurate

	ECS4210-52P-00452
	QinQ:  DUT can not config service of Customer VLAN ID and Service VLAN ID on trunk

	ECS4210-52P-00112
	IPSG:IPSG mac mode cannot work well.

	ECS4210-52P-00146
	MAC based mirror:MAC mirror will keep work after remove mac mirror entry

	ECS4210-52P-00316
	IGMP-Snooping：Cannot delete static mrouter port after disable vlan igmp snooping status.

	ECS4210-52P-00425
	IGMP-Snooping[mib]:Cannot clear dynamic groups after set igmpSnoopClearDynamicGroups value is true.

	ECS4210-52P-00188
	NetworkNotice: Information can not display on Outlook Mail servers when Cold Start Handling .

	ECS4210-52P-00292
	Management  User[MIB]:  The node of radiusServerEntry is not read by walk

	ECS4210-52P-00298
	IGMPSNP: The IGMPSNP MAX group is 1023,not 1K

	ECS4210-52P-00359
	ATC[MIB]:Ports which join trunk or lacp should be hide  when walk OID  1.3.6.1.4.1.259.10.1.39.1.33.5

	ECS4210-52P-00334
	MVR6：Some of 16 static groups cannot forward when MVR6 receiver port join to trunk

	ECS4210-52P-00338
	MVR6：static group fail of trunk cannot configure to port when port remove from trunk

	ECS4210-52P-00335
	MVR6：Delete static group fail when receiver port join to trunk

	ECS4210-52P-00283
	ND snooping:Can’t create dynamic user binding entry after received NS message from win7 pc

	ECS4210-52P-00305
	RateLimit: It will affect other ports if a port enable RateLimit output direction

	ECS4210-52P-00493
	DiffServ: DiffServ doesn't handle packets with port default priority

	ECS4210-52P-00489
	DiffServ: DiffServ doesn't handle Voice VLAN packets

	ECS4210-52P-00448
	ACL: IPv6 extended destination ip mask support 0-8 not as source 0-128 bit

	ECS4210-52P-00456
	ACL:The hardware counter do not support the rules of deny.

	ECS4210-52P-00015
	L2Switch:  DUT can not forward packets when port is in cross chip

	ECS4210-52P-00454
	Ipv6 address config:Can’t get address through dhcpv6

	ECS4210-52P-00218
	L2Switch:  The Port name with “Space” character is inconsistent in Cli and Web

	ECS4210-52P-00053
	MLDSNP：MLDv2 report cannot create group successfully

	ECS4210-52P-00282
	DHCPRelay82:DUT can not relay dhcp packets to server.

	ECS4210-52P-00129
	IPSG：The port which binding entry is set by other port,delete this entry,this port cannot binding any entry again.

	ECS4210-52P-00031
	L2Switch:  DUT can not forward multicast ipv6 packets with TCP protocol

	ECS4210-52P-00025
	L2Switch:  DUT can not forward packets with TCP protocol

	ECS4210-52P-00391
	DDM: snmp server don’t receive Voltage message of trap

	ECS4210-52P-00358
	DDM: snmp server don’t receive temperature message of trap

	ECS4210-52P-00210
	VLAN mirror:Can’t work when crossing chip

	ECS4210-52P-00208
	Port mirror:Can’t work crossing chip

	ECS4210-52P-00077
	Help[Web]: There is no help page for all functions.

	ECS4210-52P-00314
	Storm- unknownUcast: unknownUcast control Rate with 64packets/s don’t work correctly

	ECS4210-52P-00313
	Storm-mcast: mcastStorm control Rate with 64packets/s don’t work correctly

	ECS4210-52P-00312
	Storm-Broadcast: bcastStorm control Rate with 64packets/s don’t work correctly

	ECS4210-52P-00272
	Storm-unknownUcast[mib]: unknownUcastStormOctetRate don’t work in MIB

	ECS4210-52P-00271
	Storm-mcast[mib]: mcastStormOctetRate don’t work in MIB

	ECS4210-52P-00269
	Storm-broadcast[mib]: bcastStormOctetRate don’t work in MIB

	ECS4210-52P-00267
	ConfigFile: Successfully copy file running-config will not lead DUT reboot

	ECS4210-52P-00337
	DHCPDynamicProvision :  DUT can not auto reboot after downloading config file from TFTP  .

	ECS4210-52P-00290
	MVR6：PC cannot ping DUT with continue IPv6 multicast after delete domain associate profile item

	ECS4210-52P-00273
	ConfigFile[WEB]: Can’t http download on WEB accord to special steps

	ECS4210-52P-00402
	MAC Authentication:web hung when PC1 pass authentication after Ixia  send SA=PC1 MAC.

	ECS4210-52P-00401
	802.1x Authentication :web hung when PC1 pass authentication after Ixia  send SA=PC1 MAC.

	ECS4210-52P-00156
	MACFilter: After the port bind MACFilter , change port PVID and remove VLAN 1 will cause DUT hang

	ECS4210-52P-00066
	[802.1x Authentication] CPU utilization 100%  when 802.1x authenticate on MAC-Based mode.

	ECS4210-52P-00406
	ATC: ATC Alarm Fire Threshold doesn't work if rate limit is also enabled on the port

	ECS4210-52P-00165
	NetworkNotice:Trap information can display error on Remote syslog server.


Runtime V0.1.0.0 ; Loader V0.0.0.1
	ECS4210-52P-00403
	MLDSNP: Create 64 static MLDSNP group, after join and leave trunk, cannot add static group again

	ECS4210-52P-00138
	Diffserv: Diffserv meter function doesn’t work

	ECS4210-52P-00091
	ACL[Mib]:ACL MIB not defined in MIB file -'ECS4210-52P.mib'

	ECS4210-52P-00414
	Vlan mirror&&MAC mirror:Configure a port as target port,join this port into trunk,the mirror entry exist still and work

	ECS4210-52P-00394
	802.1x Authentication :DUT will hung when pc1 can  pass authentication .

	ECS4210-52P-00398
	MAC Authentication :DUT will hung when PC1 MAC do MAC-Auth .

	ECS4210-52P-00378
	802.1X  Authentication:Dynamic MAC Address can not clear when  enable 802.1x authentication on port

	ECS4210-52P-00154
	MAC-Authentication:Reauthentication Time can not work when a MAC do MAC-Auth.

	ECS4210-52P-00152
	MAC-Authentication:CLI Print the exception when the dynamic VLAN assignment for MAC authenticated

	ECS4210-52P-00151
	MAC-Authentication:CLI Print the exception when do MAC-Auth successfully and selcet "Edit Member by interface" on VLAN page.

	ECS4210-52P-00101
	[Mac-authentication] CLI Print the exception information and  does not login in web page when many MACs do MAC-Auth.

	ECS4210-52P-00099
	[Mac-authentication] CLI Print the exception information and does not login in Web page sometimes when a MAC do MAC-Auth.

	ECS4210-52P-00063
	[802.1x  Authentication] Authentication address  isn't clear when Pull the cable and port is shot down.

	ECS4210-52P-00060
	[802.1x Authentication] CLI Print the exception information sometimes when 802.1x authenticate on MAC-Based mode.

	ECS4210-52P-00301
	ImageDownload：DUT can reload while firmware transfering by ftp/tftp

	ECS4210-52P-00502
	CFM: When configure port as down MEP and QinQ access mode. can't receive remote down MEP

	ECS4210-52P-00476
	Statistics:Two ports  send bidirectional 100half packets , only Single Collision can be counted

	ECS4210-52P-00389
	L2switch:add a static mac into trunk,the static will be hided,but can work still

	ECS4210-52P-00105
	LACP: Configure static MAC address on unselected port , if unselected port become selected , DUT will not forward packets wit

	ECS4210-52P-00315
	IPv6 Address Config[web]:When add a global unicast ipv6 address,will have a wrong in display

	ECS4210-52P-00043
	DHCP[web]:Vendor Class ID include characters & \ ' " < >,web displays error.

	ECS4210-52P-00261
	MVR[web]：The display of a profile with multiple range is not correct，and delete one of the range，all range can be deleted

	ECS4210-52P-00090
	LLDP [web]：The page of remote device details information cannot display port and protocol vlan id TLV

	ECS4210-52P-00278
	PortSecurity: DUT learned dynamic security address, clear it while sending packets, DUT will not learn the address any more

	ECS4210-52P-00034
	ATC: Manual Control Release doesn’t work

	ECS4210-52P-00264
	PortSecurity: After DUT learned 1024 security MAC, DUT will transmit multicast of the 1025th SA MAC

	ECS4210-52P-00284
	ConfigFile[WEB]: Lack of the modify time of config files on WEB

	ECS4210-52P-00206
	ACL:Failed to delete the rules of ARP ACL

	ECS4210-52P-00258
	PortSecurity: Port learned 1024 dynamic address, then enable port security , the secure MAC address learned will be less than

	ECS4210-52P-00250
	PortSecurity: Set max mac count to 1 on port 1 , port security will not auto enable if port 1 receive more than 1 SA packets

	ECS4210-52P-00141
	Config file：DUT will reload after upload the attachment config

	ECS4210-52P-00128
	ACL:Extended IP-ACL is not surpported TOS

	ECS4210-52P-00495
	DiffServ: Create 512 classes , create policy and add class to policy one by one , DUT hang

	ECS4210-52P-00477
	DiffServ: Create full class , add rule in class cause DUT hang

	ECS4210-52P-00370
	IPSG：Static entry works incorrectly after has been set the same as dynamic entry .

	ECS4210-52P-00304
	ND snooping:Send some wrong RA packets into DUT,DUT will hung

	ECS4210-52P-00300
	Nd snooping:when have NA to reply NS,binding entry not deleted

	ECS4210-52P-00268
	Nd snooping:After enable nd snooping global,will can’t forward nd/ra/ns/rs

	ECS4210-52P-00443
	Enhancement: disable L2 relay option 82 and enable L3 relay

	ECS4210-52P-00068
	LACP: More than 8 ports in a LACP , static address must not be configured on the unselected ports

	ECS4210-52P-00461
	CFM[MIB]: No support CFM MIB module ieee8021cfmMIB.

	ECS4210-52P-00163
	IPAddrConfig:Set vlan4094 as Management vlan don’t work on port 3 of DUT

	ECS4210-52P-00444
	DAI:DAI works incorrect in vlan 4094.

	ECS4210-52P-00442
	L2switch:Traffic can be forwarded in vlan 4094 but cannot learn mac in vlan 4094.

	ECS4210-52P-00157
	IPAddrConfig: After a loop stress test, change IP mode to DHCP on VLAN 1. Then CLI hang up sometimes.

	ECS4210-52P-00136
	IPAddrConfig:Set vlan 16 to dhcp mode  in web page, DUT will hung

	ECS4210-52P-00104
	MLDSNP:DUTs connected with LACP,DUT1 port canot receive all the multicast packets with address same as the group it learned

	ECS4210-52P-00078
	RateLimit: Input and Output rate doesn’t work accurate

	ECS4210-52P-00281
	ConfigFile: Copy startup config to running config , DUT can’t http download and upload, 20 minutes , DUT reboot

	ECS4210-52P-00274
	ConfigFile: WEB can’t be open and reboot in about 20 minutes with special steps

	ECS4210-52P-00328
	ConfigFile: Failed to to http upload since destination name exist for more than 10 times will cause WEB hang and DUT reboot

	ECS4210-52P-00238
	Ipv6 TFTP:”copy tftp running-config” can’t work correctly

	ECS4210-52P-00468
	LLDP[mib]：Configure of LLDP not the same between web and mib

	ECS4210-52P-00265
	STP: The timer of designated bridge send its own BPDUs of not receive the BPDUs from root-bridge is always 3*hello time

	ECS4210-52P-00349
	Stack[mib]:snmp node switchRenumberUnitID and function should be removed

	ECS4210-52P-00311
	PortSecurity: Disable and enable portsecurity will cause DUT doesn't learn MAC any more

	ECS4210-52P-00126
	L2Switch:  The L2Switch:  The default media type at fiber port media type at fiber port shall be " sfp-forced" in Cli,Web,Mib

	ECS4210-52P-00503
	(EX35XX00107014) Description for bit mask is not correct

	ECS4210-52P-00504
	(EX35XX00107015) Cannot filter a MAC address by a mask

	ECS4210-52P-00307
	MLDSNP:The ipv6 mld max-groups range is 1-1023,but cannot set to 1023 by CLI

	ECS4210-52P-00483
	MVR6:Enable immediate-leave by-host-ip,group only one host,send done message cannot leave the group

	ECS4210-52P-00302
	QinQ:  DUT can not handle the traffic well when Tunnel Service table is established

	ECS4210-52P-00362
	ATC[MIB]:atcBcastStormAlarmFireThreshold  and atcMcastStormAlarmFireThreshold can't be set if the value is larger than 255

	ECS4210-52P-00303
	QinQ:  DUT can not handle the untagged packet well when Packet forwarding from Access port to Access port

	ECS4210-52P-00327
	MLDSNP: ipv6 mld max-groups action replace not work after send report exceed the max-groups

	ECS4210-52P-00103
	DHCP-Snooping: DHCP snooping rate limit set 500p/s but the max receive rate is not about 500p/s.

	ECS4210-52P-00089
	DHCP-Snooping: DHCP Snooping Binding List only display 5 DHCP clients on one port.

	ECS4210-52P-00387
	IGMP-Snooping：Configure full static groups,fail to add static multicast group member port after port join trunk.

	ECS4210-52P-00379
	Cos:when test cos priority with storm control,the stream ratio has a wrong

	ECS4210-52P-00404
	CableDiag: cabletest all ports overnight cause DUT restart

	ECS4210-52P-00202
	MVR：Whether same group can be associate to different domain success or not according to different operation

	ECS4210-52P-00465
	Flow Control: Back Pressure mode can't received all packets at different speed

	ECS4210-52P-00399
	L2_Switch:  DUT show the the Fiber Port is link up and LED is blinking but fiber cable is not connected!!!

	ECS4210-52P-00385
	MLDSNP: jumbo report cannot create MLDSNP group success

	ECS4210-52P-00343
	Loopback detection[mib]: Cannot set the loopback-detection action by MIB

	ECS4210-52P-00354
	LACP[MIB]:dot3adAggPortDebugLastRxTime doesn't work

	ECS4210-52P-00410
	MLDSNP: Disable MLDSNP,static group detele from the current table,but not delete from the static table

	ECS4210-52P-00119
	IP submit vlan: When untag packets transmit in ip vlan,can’t learn mac-address in ip submit vlan

	ECS4210-52P-00445
	MLDSNP:Enable immediate-leave by-host-ip,group only one host,send done message cannot leave the group immediately

	ECS4210-52P-00469
	IGMPSNP:Enable immediate-leave by-host-ip,group only one host,send leave cannot leave the group immediately

	ECS4210-52P-00485
	MVR:Enable immediate-leave by-host-ip,group only one host,send done message cannot leave the group

	ECS4210-52P-00237
	L2Switch:  DUT Port Link up is too slow with loop

	ECS4210-52P-00190
	L2Switch:  The mac-address table information is not correct when port remove the vlan

	ECS4210-52P-00254
	RSPAN: CLI display error message after repeat to enable and disable RSPAN for a night

	ECS4210-52P-00109
	LACP: Load with config file in attachment , IXIA connect to port 1 and send ARP request , configure port 1 to trunk , PC coul

	ECS4210-52P-00350
	MVR：Static group fail to associate to port when receiver port remove from trunk

	ECS4210-52P-00348
	MVR：Static group fail to associate to trunk when receiver port join to trunk

	ECS4210-52P-00022
	MLD：PC connect to port 48，the MLD startup query is three，not default two

	ECS4210-52P-00003
	Static routes do not work accross chips in ES4552MA device.

	ECS4210-52P-00368
	DHCP-Snooping:Client cannot get ip successful when client and server are connected to the different chips

	ECS4210-52P-00201
	IPAddrConfig: When DUT want to get BOOTP IP address, DUT can’t send request BOOTP packets on all Ports.

	ECS4210-52P-00193
	IPAddrConfig: When DUT want to get DHCP IP address, DUT can’t send discovery DHCP packets on all Ports.

	ECS4210-52P-00127
	STP:After STP topology change,PC cannot ping to DUT successfully

	ECS4210-52P-00024
	MLD：PC connect to port 10，enable MLD snooping and query PC cannot capture MLD query

	ECS4210-52P-00019
	IP-Subnet-vlan:Wellknown unicast packet cannot forward to the subnet vlan.

	ECS4210-52P-00309
	IGMPSNP: Clear dynamic group cannot clear the unknown group entry

	ECS4210-52P-00194
	RSPAN: RSPAN doesn’t work

	ECS4210-52P-00241
	Trunk: IXIA connect to Trunk1 member 1 , Trunk1 member 2 can receive packets

	ECS4210-52P-00116
	LACP: Unknown unicast , multicast and broadcast will transmit 8 times on ECS4210-52T DUT

	ECS4210-52P-00115
	LACP: LACP up on port 1-8 ,IXIA on DUT1 port 9 send known unicast , DUT2 can’t receive all packets from DUT1

	ECS4210-52P-00171
	Storm-Bcast: Default broadcast storm control on all ports should be disable.

	ECS4210-52P-00245
	IGMP-Snooping:Start-up-query works incorrect.

	ECS4210-52P-00247
	MLDSNP[WEB]:MLD member page,the clear button can clear the static group

	ECS4210-52P-00352
	Mac vla[MIB]:when create a mac-vlan whose mask include 0,walk “macVlanStatus” will circulate display

	ECS4210-52P-00110
	MAC based vlan:Can’t add a mac-vlan with mask from CLI

	ECS4210-52P-00390
	MLDSNP: IXIA1 send MLD report and IXIA2 send unknown data,CLI print error message,DUT may hang sometimes

	ECS4210-52P-00325
	MLDSNP: After change the max-groups parameter, cannot created MLDSNP group success

	ECS4210-52P-00329
	MLDSNP: After change the max-groups parameter, DUT clear all the group it have learned

	ECS4210-52P-00239
	IGMPSNP：DUT1 connect to DUT2,DUT2 send report DUT1 cannot learn the group

	ECS4210-52P-00064
	Ipv6 address config:Link-local address as default gateway,ping unkown ipv6 address,system will not send to gateway

	ECS4210-52P-00125
	L2Switch:  The default media type at copper port shall be "Copper forced" in Cli,Web,Mib

	ECS4210-52P-00256
	MVR:Enable 5 domain ，domain 4 and 5 cannot receive all group packets

	ECS4210-52P-00200
	SMTP:Information can not complete when login in web page failed

	ECS4210-52P-00130
	L2Switch:  The media type can not be setted

	ECS4210-52P-00353
	Enhancement: change max. number of dynamic ARP from 56 to 64

	ECS4210-52P-00191
	ARP:add a static arp with a invalid mac address ,will success

	ECS4210-52P-00159
	MVR：IGMP snooping cannot work when the group address is the same as MVR group address

	ECS4210-52P-00198
	MVR：Different MVR profile can use same profile name

	ECS4210-52P-00355
	Protocol-vlan[mib]:Cannot find protocol vlan from mib.

	ECS4210-52P-00324
	IGMP-Snooping:Profile doesn’t configure group range and action is ‘permit’,port  cannot create group successful.

	ECS4210-52P-00322
	MLDSNP: MLDSNP profile doesn’t configure group range and action is ‘permit’,port cannot create group success

	ECS4210-52P-00149
	LLDP：The  protocol identify tlv donot have all DUT supported protocol

	ECS4210-52P-00098
	ACL:The rule of ARP ACL is not surpported time-range

	ECS4210-52P-00097
	ACL:ARP ACL is not surpported the  time-range

	ECS4210-52P-00147
	Syetem:Continue send packets from IXIA1 and IXIA2 on both DUTs，PC cannot ping DUT1 and DUT2 successfully and cannot open web

	ECS4210-52P-00084
	CableDiag: Can’t support cable diagnostic test for 100M/F,10M/F

	ECS4210-52P-00164
	L2Switch:  The WEB would be hanged when send new Src MAC packets after DUT learnd 16K MAC

	ECS4210-52P-00160
	L2Switch:  The WEB would be hanged when DUT learn MAC with speed 500 Packets/S

	ECS4210-52P-00140
	Protocol vlan: Port cannot learn mac-address in protocol vlan When untag packets transmit in protocol vlan.

	ECS4210-52P-00111
	ConfigFile: Failed to upload config file (6.77M) in attachment , then saving runn-config will fail

	ECS4210-52P-00226
	StaticRoute：When configure the seventeenth static route, CLI print exception information.

	ECS4210-52P-00183
	ARP:Add some static arp form web,save config and reload,no these entrys in web and runningconfig

	ECS4210-52P-00178
	ARP:can’t add static arp from CLI

	ECS4210-52P-00079
	MLDSNP:IXIA continue send 100 packets/s MLDv1 increase 300 report,click the web MLD snooping->MLD member lable,the DUT hang

	ECS4210-52P-00006
	[ipv6 Configuration]When add 1000 vlans from web,try to open ipv6 configuration web,DUT hung

	ECS4210-52P-00048
	Protocol-vlan[cli]:The priority with protocol vlan is different from web.

	ECS4210-52P-00044
	DDM: There are no two parameters (wavelength and Transmission Distance) in transceiver information.

	ECS4210-52P-00069
	L2Switch:  The Port channel can not modify the speed

	ECS4210-52P-00114
	L2Switch:  The Port channel can not modify the nego flowcontrol

	ECS4210-52P-00124
	PortTrunk: IXIA on DUT1 send unknown unicast, DUT2 receive packets and transmit packets back to DUT1 through port trunk

	ECS4210-52P-00033
	HTTP[CLI&MIB]：Cannot configure http port to 443 and https port to 80

	ECS4210-52P-00009
	HTTP[CLI]：Cannot configure http port to 1

	ECS4210-52P-00135
	LLDP[web]：The page of remote details information cannot show all the vlan including in received LLDPDU

	ECS4210-52P-00073
	IGMPSNP：IGMPv3 report cannot create group successfully

	ECS4210-52P-00244
	IGMPSNP:PC connect to port 10，enable IGMP snooping and query PC cannot capture IGMPSNP query

	ECS4210-52P-00036
	L2Switch:  DUT can forward packets with preamble lengths of 6 bytes

	ECS4210-52P-00013
	[ping]web:when ping a link-local address without assigning ZoneID,Result message isn’t notify users the reson what is no Zo

	ECS4210-52P-00144
	L2Switch:  DUT can accept deletion of an unset static MAC address

	ECS4210-52P-00176
	DAI:The rate limit of arp can be set 2048pps but cannot reach.

	ECS4210-52P-00228
	DDM: SFP status shall not be monitored  with show system in CLI

	ECS4210-52P-00249
	DHCP-Snooping:Relay server ip can configure DUT's ip address

	ECS4210-52P-00080
	L2Switch:  The Back Pressure dosen’t work

	ECS4210-52P-00038
	ACL:DUT can not handle Extended IP-ACL well with TCP control flag setting.

	ECS4210-52P-00231
	1Qvlan:  DUT can accept a command of setting a Pvlan which is not existed on Ethernet Port and trunk

	ECS4210-52P-00187
	1Qvlan:  The Port can join a vlan which is not existed

	ECS4210-52P-00174
	1Qvlan:  The trunk can join a vlan which is not exist

	ECS4210-52P-00061
	ipv6 address config:when configure a interface global unicast ipv6 address which had exist in the network,CLI no error messag

	ECS4210-52P-00153
	STP: Enable TC Propagate Stop on trunk by CLI，save and reload，it become disble again

	ECS4210-52P-00167
	STP:After STP topology change,the root bridge not send TCA

	ECS4210-52P-00067
	ipv6 address config:Can’t configure ipv6 interface mtu greater than 1500 Bytes


Any other problems than those listed above should be reported to our Technical Support Staff.

Phase 2 New Features and Enhancements
	No
	Feature / Enhancement
	UI Support
	Comment

	
	
	CLI
	Web
	SNMP
	

	1
	CPU Guard
	Yes
	Yes
	Yes
	configurable threshold & watermark

	2
	Configurable FDB lookup depth
	Yes
	No
	No
	Fwd perf decreases when FDB lookup depth is set larger than 4.

	3
	CPU usage per process monitoring
	Yes
	No
	No
	

	4
	MAC learning per VLAN
	Yes
	Yes
	Yes
	

	5
	Static LACP
	-
	-
	-
	Just updated LACP-core behavior

	6
	add history counter on interface {ethernet | port-channel}
	Yes
	No
	Yes
	CLI: history <name> <interval> <bucket> on interface {ethernet | port-channel}
MIB: portMgt(2).portHist(8)

	7
	Increase MSTP instances up to 64
	-
	-
	-
	63 MSTI + 1 CIST

	8
	802.1p/DSCP/VLAN_ID/EtherType ACL support
	Yes
	Yes
	Yes
	

	9
	Cable diagnostics supports 4 pairs on TDR mode
	-
	-
	-
	Just updated the driver behavior

	10
	SFTP
	Yes
	Yes
	Yes
	Secure FTP

	11
	IPv6 ready logo
	No
	No
	No
	Just updated the core/driver behavior

	12
	IPv6 ACL support TCP/UDP port number
	Yes
	Yes
	Yes
	

	13
	VLAN ACL
	Yes
	No
	No
	

	14
	MAC-based VLAN auto join VID to receive port
	-
	-
	-
	Just updated MAC-VLAN behavior

	15
	DHCP server
	Yes
	Yes
	Yes
	

	16
	Total Flash size
	Yes
	No
	No
	Displayed in MB at “dir” output


Known RESTRICITIONS AND Limitations:
	1. Ingress TCP Rate limit: If you need accurate ratio of ingress TCP rate limit, you can use ACL rule plus DiffSev way to manage the bandwidth of input.

	2. The jumbo frame size is 10240.  User can not change the size. 

	3. Vlan trunking can be supported on all ports.  The manual is incorrect on “VLAN trunking can only be enabled on Gigabit Ethernet port or trunks”

	4. VLAN mirroring or MAC-based mirroring can not coexist with Port mirroring.  While VLAN mirroring and MAC-based mirroring can be coexisted, but they must use the same target port.

	5. MAC Chip limit: unicast, multicast, broadcast and storm control all use one same threshold, although each one can enable/disable independent.  If user need to use different threshold for each one, he must use rule (diffserv) to do it.

	6. PHY chip limit: Cable Test on Power Saving is highly inaccurate.  If you want to get accurate cable test, please turn off power saving mode first.

	7. PHY chip limit: you must do cable diagnostic in linkup, or link-down without partner
(Cable length is better over 20M, its deviation is +-10M)

	8. MAC chip limit: There is no HW loopback detection without STP (loop-free detection)

	9. MAC chip limit: Can not support multiple uplink ports on one session

	10. IGMPSNPv3 ASM: we only recognize IGMP V3 report without src_ip_list

	11. No mac-learning command for CLI and webUI, the manual is incorrect.

	12. We only support browser IE 7 and above version

	13. Chip limit: Chip not support Multi Collision Counter, so its value is always 0 in port statistics

	14. Chip limit: In MLDv2, not support source

	15. Chip limit: In 52 port unit, hardware static route cannot work with diffserv.  Default static route is enabled, so diffserv is not work.  If you must use diffserv in 52 port unit, you can use 
* ip sw-route      => meter enable  (hardware static route is disable, but we use software static route. It can only process 200~300 routing packets/seconds.  So, it’s not suggest to use it as L3 switch in this mode.)
* no ip sw-route   => static route enable
28 port unit has no this issue.  You can use static route & diffserv at same time.

Note: Input rate-limiting is implemented with metering. Therefore, input rate-limiting does not either work in 52 port unit at default.

	16. Because current HW may have leakage current issue, SW will disable/enable PSE port, if PD uses less than 1W power. So, the switch doesn’t support the PD which uses less than 1W power.

	17. Chip limit: ACL hardware counter is not supported. (AlleyCat2 billing mode is not able to count in packets.)
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