How to upgrade firmware from 2.0.0.8 to 2.0.0.23 on ECS5510-48S

Topology:
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Version:
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1. Set switch IP address.
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2. Ping 192.168.2.1/24(TFTP server).
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3. Copy firmware (lion_edg-20032.ros) from TFTP server to switch.
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4. Reload the switch and then check the version.
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5. Finish	
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console# copy tftp://182.168.2. 1/ ion_edg-2@@32. ros image
@1-Jan-2@818 B5:33:43 %COPY-1-FILECPY: Files Copy - source URL tftp://192.168.2.1

/1 ion_edg-20832. ros destinatio UHL flash://image
||||||||||||||||||||||||||||||| (AR ||||||||||||||||||||||||||||||||||||||||

I:umpleted successful ly

tnpy: 5445078 bytes copied in P@:82:29 [hh:mm:ss]
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console# reload

You haven t saved your changes. Are you sure you want to continue ? (Y/N)[N] ¥
This command will reset the whole system and disconnect your current session. Do
you want to continue ? (Y/N)[N] ¥

Shutting down ...
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console# sh version
SW version 2.8.8.32 ( date 28-Jul-2@11 time 09:51:17 )
Boot version 0.9.2.8 ( date 12-Dec-281@ time 15:37:45 )
HW version 9.98.0
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1P address 192.168.2.1/24 1P address192,165.2,10724
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console# sh version

SW version 2.9.8.23 ( date @3-Jan-2@11 time 17:14:50 )
Boot version 0.9.2.8 ( date 12-Dec-281@ time 15:37:45 )
HW version An.aa. a1
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console# con

console(config)# int vian |
config-if)# ip add 192.168.2.1@ 255.255.255.8
config-if)# il

console
console





