Fixed BUGs between 5.4.146.0 and 5.4.156.0
· TS01 Timezone problem.
Change default timezone to UTC timezone
· change SSH password to 32 chars.
· setup problem with SNMP
FIXed: Setup can not save snmp config.
· Memory release
FIXed: Memory release when disconnect telnet connect without CLI command.

· EA3628EA add isolate function(or private vlan, or protect vlan)
Add new function the same with private vlan or cisco’s protect vlan
· Snmp delete mirror  configuration problem
FIXed: Snmp delete mirror Destination port, show running error.
· MRS3326-S4C FDB SNMP loop
FIXed: SNMP read FDB dead loop while there is XX-XX-XX-XX-XX-FF MAC address in FDB table.
· ES-4624SFP SNMPwalk problem
FIXed: SNMP index problem for ID XXXX.1.3.6.1.2.1.17.7.1.2.2.1.2.1.0.3.
· Add CLI command to get OID num
Add new CLI command: show private-mib oid
· SNMP crash with big port mirror problem
FIXed: SNMP crash while reading mirror configuration
· Port security problem on ES4626H
FIXed: Port changed to down while config port cecurity. Add a CLI command “port-security lock” witch will lock L2 learnning.
· Change TACACS configuration command
Change TACACS configuration command to “tacacs-server authentication host <IP> [ [key <WORD>] [port {<portNum>}] [primary] ]”
· Telnet limitation
CLI：telnet-server max-connection {<max-connection-number>|default}

Max is 16 connections;default is 5 connections.
· Authentication Problem
The additional methods of authentication are used only if the previous method returns an error.
