Fixed BUGs between 5.4.128.0 and 5.4.131.0:
· ES3828EA-5.4.128.0公有mibsysContact (1.3.6.1.2.1.1.4) 的值無法設為空字串

· es3628ea_5.4.128.0通过mib不能设置rip的network,只能设置运行rip的接口
· 5.4.128.0PIM-DM开启5分钟后进程挂起

· es3628ea_v5.4.128.0私有mib的ripNetworkAddrStatus节点提示信息错
· es3828ea的mac-address-table aging time不能通过mib库来设置
· ES3628EA-5.4.128.0vendorContact命令的默认值错误

· GigaBeeX24-MK2 mib中包含温度告警
· ES4626 设备ACL不支持PortRange
Fixed BUGs between 5.4.131.0 and 5.4.138.0:

· FTP(TFTP) copy IMG/BootRom User-Name/PassWord were translated to lower case
· 5.4.128.0 ES4626SFP IP Cluster message “%CLUSTER: Failed to join cluster smalltree.”
· ES4626 SNMP  vrrpOperTable ifIndex ERROR
· GVRP automatic add dynamic VLAN to TRUNK port(Changed to TRUNK will not add all dynamic vlan)
· ES4704BD ping with package’s TTL=1 Loose Package problem
· MRPP MAC changed to 00-03-0F-00-00-06 for MRS3350-S4C/ MRV-MRS3326-S4C
· 5.4.123.0 routing not stabilitate for ospf/bgp/rsvp/ldp
· MRS3326(50) private mib oid index
Fixed BUGs between 5.4.138.0 and 5.4.146.0:

· Switch长时间运行后，copy命令升级IMG可能失败
· VRPP mib problem on ES3326/3350（vrrpOperAuthType return 0）
· 主控上有任务挂起后,未进行主备切换,而是进行了系统重启

· 7604 端口Output IPv6 L3 packets统计值中单播一直为0
· ES3628EA_Vco.5.4.138.0vendor文件中mrpp的目的mac不正确导致mrpp不能防环（新增功能，原来不支持）
· GVRP automatic add dynamic VLAN to TRUNK port(Changed to TRUNK will add all dynamic vlan)
Fixed BUGs between 5.4.146.0 and 5.4.156.0
· TS01 Timezone problem.
Change default timezone to UTC timezone
· change SSH password to 32 chars.
· setup problem with SNMP
FIXed: Setup can not save snmp config.
· Memory release
FIXed: Memory release when disconnect telnet connect without CLI command.

· EA3628EA add isolate function(or private vlan, or protect vlan)
Add new function the same with private vlan or cisco’s protect vlan
· Snmp delete mirror  configuration problem
FIXed: Snmp delete mirror Destination port, show running error.
· MRS3326-S4C FDB SNMP loop
FIXed: SNMP read FDB dead loop while there is XX-XX-XX-XX-XX-FF MAC address in FDB table.
· ES-4624SFP SNMPwalk problem
FIXed: SNMP index problem for ID XXXX.1.3.6.1.2.1.17.7.1.2.2.1.2.1.0.3.
· Add CLI command to get OID num
Add new CLI command: show private-mib oid
· SNMP crash with big port mirror problem
FIXed: SNMP crash while reading mirror configuration
· Port security problem on ES4626H
FIXed: Port changed to down while config port cecurity. Add a CLI command “port-security lock” witch will lock L2 learnning.
· Change TACACS configuration command
Change TACACS configuration command to “tacacs-server authentication host <IP> [ [key <WORD>] [port {<portNum>}] [primary] ]”
· Telnet limitation
CLI：telnet-server max-connection {<max-connection-number>|default}

Max is 16 connections;default is 5 connections.
· Authentication Problem
The additional methods of authentication are used only if the previous method returns an error.
